


ELECTRIC DRILLS 
VAN DORN HOME UTILITY 





¥% Inch Capacity 


In the home, in the hobby shop, on the farm, 


in the repairman’s kit—there are hundreds of 
“odd job” uses for this handy, practical home- 
utility electric drill. It’s a sensational drill value 
at a popular price; comparing favorably with 
high priced tools in performance. 


“Universal” motor. Standard 110 volt—A. C. 
or D. C. Fast operating Jacobs hex-key chuck 
—capacity from 0 to 14 in. shank. (Uses No. 10 
hex wrench). Instant release “trigger’’ switch— 
easy to operate. Can be locked “ON” if desired. 
3-wire electric cord; third wire for ground con- 
nection to protect from shock. Strong, light die- 
cast aluminum housings. Shaped to fit the hand. 
Sturdy gears, pinions and bearings. Double duty 
—for use as portable drill or in bench stand as 
a drill press. 


The home-utility 14 in. electric drill is only 
75g in. long, weighs only 314 lbs., has a no-load 
spindle speed of 2250 R.P.M. Furnished for 110 
volt current only. 


me. Bek: 2 a Ss See Each $18.95 


Four in a Shipping Container, Twelve in a 
Master Shipping Container 





% Inch Capacity 


The most practical “all-purpose” electric drill 
for all kinds of drilling—in all kinds of material 
—in all sizes up to 14 in. It drives wood augers 
up to % in.; hole saws up to 214% in. 


On the farm—it has the “extra” capacity for 
drilling larger holes in machinery, rigging, con- 
struction and repair work. In the shop, it makes 
a handy drill press in the bench stand. Out on 
the job, it handles hundreds of installation, main- 
tenance and repair jobs. Wherever wood or metal 
equipment, furniture, machinery or appliances 
are being assembled or repaired, the home-utility 
14-inch drill will save hours of valuable time. 


“Universal” motor. Standard 110 volt—A. C. 
or D. C. Fast operating Jacobs hex-key chuck 
holds any shank up to 14 in.—and holds it tight. 
(Uses 6” hex wrench). Correct spindle speed for 
all purpose drilling, woodboring, hole saw cut- 
ting. Strong, light aluminum housings. Instant 
release ‘“‘trigger’’ switch—easy to operate. Can 
be locked “ON” if desired. 3-wire electric cord; 
third wire for ground connection to protect from 
shock. Spade handle and removable pipe handle 
for best control and faster work. Double duty— 
use as portable drill and in bench stand as a 
drill press. 


155 in. long; weighs 915 Ibs.;; has a no-load 
spindle speed of 375 R.P.M. Furnished for 110- 
volt current only. 


Pea Rt oe suis Ue ee dn oe ee ee Each $35.95 
Two in a Shipping Container 


ELECTRIC DRILL KITS 
HOME UTILITY 





The home utility kit contains everything nec- 
essary for drilling, grinding, sanding, polishing, 
etc. Assembled in this fitted carrying case. 


Contents 
1 home utility 14 in. electric drill. 
1 %4 in. horizontal stand. 
13 high speed drill bits, 14. to 14 in. inclusive. 
1 4 in. wire wheel brush. 
1 3 in. general purpose grinding wheel. 
1 3 in. cotton buffing wheel. 
1 tube of polishing and buffing compound. 
1 wheel arbor (42 in. diam., 14 in. shank). 
1 steel kit box with supports to hold all of the 
above items in place. 


eG BAU G08 oaks ies ow Each $39.95 
One Kit in Shipping Container 


SANDER-POLISHER KIT 
HOME UTILITY 





This new Home-Utility tool offers results in 
numerous Home, Hobby Shop and Farm tasks. 
With standard equipment it will sand and polish 
all kinds of surfaces, and with added accessories 
it will drill, clean, grind, buff and burnish— 
performing these jobs at high speed in a vast 
number of applications. 

The Home-Utility universal motor provides 
more than adequate power and the entire tool 
is designed for balance and handling ease. 


Specifications 


Overall length (Sanding Disc attached) in. .. .654 
Overall Height (Sanding Disc attached) in. ...914 
Net Weight (Sanding Disc attached) Ibs. ..... 346 
Shipping weight with Standard Equipment Ibs. 6 
Motor: “Universal’...... 110 volts—A. C. or D. C. 
Spindle Speed, no load.................. 3000 RPM 
Housings—Die Cast Aluminum. : 

Cable: 10-ft. long 3-wire with plug. 

Switch: Instant-release trigger. Can be locked 

“ON” if desired. 


No. HU-50—Complete............. Each $29.95 


One in Shipping Container 
Six in Master Shipping Container 


NOTE: Jacobs chuck No. 6141 fits No. HU-50 
Polisher Sander. 
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HOME UTILITY ACCESSORIES 
DISC SANDING TABLE ATTACHMENT 





For use with Home-Utility 5” sander-polisher 
or Home Utility 14” Electric Drill. 


Attachment includes: 5” Metal sanding plate, 
“clamp-on” Sanding Table, 3 Sanding Discs 
(Coarse-Med. Fine), Mitre Gage and Tube of 
Disc Cement for cementing Sanding Discs to . 
Sanding Plate. 


To OWNERS of the Home-Utility 5” Sander- 
Polisher or 144” Electric Drill and Horizontal 
Stand, the convenience and accuracy of a Sand- 
ing Table are offered in this new attachment. 
The sanding plate and table may be quickly 
attached or removed, wing nut on the under 
side of the table permits adjusting the working 
surface perfectly level and at 90° to the disc. 
Sanding discs are attached by means of stick 
cement applied to sanding plate. To change 
sanding discs—peel off the old one and press 
on a fresh disc. The mitre gage guides the work 
and is calibrated at 15°, 30°, 45°, 60°, 75° and 


_ 90°. Material removal is rapid because of solid 


backing to the sanding disc and accuracy in- 
creased by support and guidance of the work. 


Disc sanding table attachment clamps directly 
to HU-2302 Horizontal Stand. 


No. HU-1005—Table attachment only, 
OO Fo Ss is OS en OM Es EEN 0 5S $8.25 


One in a Shipping Container 
‘Twelve in Master Shipping Container 


DISC CEMENT 


For cementing sanding discs to sanding plate 
on HU-1005 table attachment. 


Bi, ee ar ce es Al ee ews Each $0.25 
Six in a Box | 


HORIZONTAL STAND 





To permit the Home-Utility 14 in. drill to be 
clamped horizontally on a bench, this new stand 
is provided. Holes in its base permit bench at- 
tachment and the drill is inserted or removed in 
a matter of seconds. 


PU PIO. 6a sad bw ee ORES Each $3.35 
One in a Box 











JA Fo 





SANDERS 
DU-FAST 





An oscillating heavy duty attachment for Van 
Dorn 14” 2500-RPM Holgun. This sander provides 
a fast easy method for sanding and polishing 
operations. It brings to every user the superior 
efficiency of oscillating motion sanding. 
Speed—2500 cycles per min. Platen speed 325-ft. 
wae min. Platen size 333” x 7”. Abrasive size 333” 
x 9”. 

Pee Be ee ee ee Each $19.95 


One in a Shipping Container 
Six in a Master Shipping Container 


SANDER AND POLISHER 
DU-FAST 





Attachment for Black and Decker, Home 
Utility 144” Electric Drill. —- . 

The Du-Fast Sander and Polisher is an all-new, 
amazingly efficient, low priced attachment for 
Home Utility 14” Electric Drill. Sanding and Pol- 
ishing is quick, simple and easy: 


Simple to use ... Attached or detached in 
10 seconds. 


Only 5 lbs. complete with drill. All vibration 
is in the sanding head. 


No gadgets to get out of order, durable con- 
struction throughout. Oscillating motion proven 
ideal for finishing. 


ING BRNO oS ean ued wee Each $14.95 


One in a Shipping Container 
Twelve in a Master Shipping Container 


HOME UTILITY ACCESSORIES 
RUBBER PADS 





Moulded Rubber Pad with clamp washer and 
screw, threaded to fit No. HU-50 Sander. 


OWe, F008: ck os SS Each $1.75 
One in a Box 


HOME UTILITY ACCESSORIES 
WIRE CUP BRUSH 





Use the Sander-Polisher equipped with a Wire 
Cup Brush for metal cleaning and the removal 
of rust, scale and old paint. 

014 Gage wire is used and the 3,”—24 thread 
brush hub is screwed directly into the Sander- 
Polisher Spindle. 


No. HU-1220 Wire Cup Brush Only 
POO Se) ae Sk Res ba eee $2.40 


Four in a Shipping Carton 


POLISHING—LAMBSWOOL BONNET 





Car waxing is no longer an arduous task. 
With the Sander-Polisher a hard, brilliant finish 
is possible with a minimum of lost time and 
effort. After using a cleaning compound, apply 
Home-vUtility Electric Wax to large areas of the 
car and rub down with a lambswool bonnet on 
the Sander-Polisher. 


5” Size 
No. HU-1310 Bonnet Only......... Each $1.25 
One in a Box 


PILE FABRIC PAD 





For rubbing down “orange peel” and spray 
pits from newly lacquered surfaces, giving a 
smoother and more uniform finish. Also can be 
used as a substitute for the lambswool bonnet 
in waxing and polishing. Attaches directly to 
rubber backing pad with screw and clamp 
washer. 


No. HU-1301 Fabric pad only...... Each $1.25 
One in a Box 


WAX 





developed and thoroughly tested for use with 
the Home-Utility Sander-Polisher and other 
power polishing units. Its peculiar properties 
make it the ideal wax for power application and 
it will produce brilliant lasting results when 
properly used with a power polisher. Satisfactory 
results cannot be obtained with the Home-Utility 
Sander-Polisher where hand-rubbing or “self 
polishing” waxes are employed. Always use 
Home-Utility Electric Wax for best results— 
7 oz. can. : 


Home-Utility Electric Wax may be utilized in 
numerous places throughout the home. 
No MU yO107 ooo ess SS. ..Each $0.50 
Twelve in Shipping Container 


HOME UTILITY ACCESSORY KIT 





Buffing and Polishing Kit to be Used 
with 4%” Drills 


Contains accessories necessary for cleaning, 
buffing, burnishing, grinding and the removal of 
rust, scale, old paint and light weld spatter. 

Each kit contains: 

1 3” cotton buffing wheel (12” arbor hole) 

1 4” coarse wire wheel brush (42” arbor hole) 

1 3” gen. purpose grinding wheel (42” arbor hole) 
1 tube of polishing and buffing compound 

1 wheel arbor (42” diam., 14” shank) 


POS Se tee a is oes Ma Each $4.50 


Twelve Kits in Master Shipping Carton 


DISC SANDING KIT 





Consists of a 5” flexible rubber pad with sand- 
ing disc attached and one No. 600 assortment of 
6 extra discs. Has 14” shank for Home Utility 
or larger drills. 


ei BOG Gee ORC Per Kit $1.50 
One in a Box 


EXTRA SANDING DISCS 





Six assorted discs with 14” slotted holes. 


MG ONO ee eeiwat, Sk Per pkge. $0.45 
One Assortment in a Package 


LAMBS WOOL POLISHING BONNET 





614” dia. fits No. 60 rubber pad, used for polish- 
ing cars, furniture, etc. 


i UR ln a ee ie ele sy dig Each $0.90 
One in a Box 





VAN DORN 





Ability to work “around corners” has popularized this drill in many 
small unit production and assembly operations. Overall working (spindle) 
length is only 414 in. Small round motor housing requires no extra handle. 


spore noe aircraft, trim work, ornamental iron, cabinet assembly and as a 
1 ool, 


LIN ESE Tar She Sok ie aid aaa ay Nera, Ne ae an toe AS GME ORES PE Paddle Switch 

COR OMCIC I BEOEE eae eee eee Up to 4 in. 

Wee: SER WOOK. 5c. 5 a a es a ee Up to 1% in. 

Speed—No-load (standard) ............... Varker Cee. Lee 2500 R.P.M.* 

4 RRR Rana gs Baad AUP NR er SoM RAR CGR arene = <2 te Wy or 1600 R.P.M. 

PEP OUIOEL Ti 1OR  BGOGE Se a ee ea ee a OO § 3700 R.P.M. 

(at no extra cost) 15000 R.P.M. 
RN eo, ab he Po ea kc ae aches Wee ONS ee Oe eee 3% Ibs. 
DEMME oa, ee ae. SS CUES CN CON EE Seay SRA 5 Ibs. 


Overall length: 
Perec OF CUCH SHINGIO So ee ee wee eae 
Direction of motor 


% Inch Shorty Drill 


Standard equipment—3 conductor cable and plug, thumb control switch- 
in-line, Jacobs threaded chuck and key, Universal motor, removable end 
cap to facilitate brush inspection. 

Standard voltage 110; also available for 220 or 250 volts. 


POE WO oh oes et Se ee ie SIR ORG as eRe ee Each $56.00 


Improved spindle construction 
makes this unit 114 in. shorter than 
previous model, eliminating “nose- 
heaviness.” Has cord protector and 
cord clamp arrangement. Compo 
‘“‘oil-less” spindle bearing for smooth 
operation. Plenty of power to han- 
dle hundreds of “pick-up” drilling 
jobs in metal and wood. The ideal 
drill for the tool kit in maintenance 
work, plumbing, automotive repair, 
electrical, carpentry and _ cabinet 
work, and on the work bench. 

Drilling capacity in steel 14 in., in hardwood 14 in. No-load speed 1800 
R.P.M., full-load 1050 R.P.M. Overall length 1034 in. Weight 334 lbs. 


Standard equipment—3 conductor cable and plug, 3rd wire for ground- 
ing; 3-jaw Jacobs chuck and key, thumb control switch, Universal motor, 
operating on either A.C. or D.C. 


— voltage—110; also available for 32, 220 or 250 volts on special 
orders. 


Ne. V-30 





¥% In, Junior 


awa RIA Sule s Sis ein wie pee Sn be hip oo Be Each $28.00 


A practical popular-priced produc- 
tion drill with high power, compact- 
ness and light weight. equipped 
with anti-friction ball bearings 
throughout, splined gear mounting, 
locked inner and outer races on 
spindle bearings, and removable 
commutator end cover. With close 





¥% In. Standard drill is particularly adapted to air- 
craft work, with a full range of spindle speeds to meet aircraft production 
requirements. 

Drilling capacity In steel 14 in., in hardwood 1% in. Standard speed— 
no-load 2000 R.P.M.: full-load 1100 R.P.M.; net weight 512 lbs., shipping 
weight 8 Ibs., overall length 1142 in. 

Standard equipment—3 wire cable and plug (3rd wire for grounding); 
3-jaw Jacobs threaded chuck and key; automatic-release trigger switch and 
locking pin; removable commutator end cover. 

110 volt Universal motor, operates on A.C. or D.C.; also available for 32, 
220 or 250 volts. Special speeds—3500 or 5000 R.P.M. available at no extra 
charge. 


oe OLA aS 0 Oe aly a ae Dakin on AE ee DOTS es Each $44.00 
All Above One in a Shipping Container 


spindle offset and end handle, this 


VAN DORN 


A new small production tool. 2% 
in. shorter and 20% more powerful 
than previous model. Spindle bear- 
ing with inner and outer races 
locked in place absorbs all thrust. 
Spindle gear is spline mounted. 
Equipped with 3-jaw Jacobs chuck. 
A Jacobs portomatic keyless chuck 
with locking pin can also be sup- 
plied. 





¥%, In, Heavy Duty 


itv in steel 4% in. No-load speed 2000 R.P.M. Overall length 12% 
in. eee cent 6% ie. Standard equipment: 3-conductor cable and plug, 
3rd wire for grounding; two-pole automatic release switch, removable com- 


mutator cover. 
Universal motor, A.C. or D.C... 110 volt. Also available in 32, 220 or 250 


volts at no extra cost on § 
With geared chuck and key. 


i a eos Bw OR OK ew eG TERE I TER ETERS Each $50.00 

With Portomatic keyless chuck and gear locking pin. 

Wi. Wi Be a a a es ie is Oo ee oe eA ES Each $53.00 
HOLGUN 


New design, smooth housings, hand- 
fitting grip. Perfect proportions, per- 
fect balance, perfect aim and control. 
Compactness with no sacrifice in power. 
Anti-friction bearings throughout. 
Splined gear mounting on chuck spin- 
dle. Perfected ventilating system. 
Powerful Universal motor. A heavy- 
duty production tool of small size and 
unusual adaptability. | 


Drilling capacity in steel % in., stand- 
ard spindle speed (no-load) 1700 R.P.M., 





\% In, Holgun 
net weight wi Ibs., shipping weight 3% lbs., overall length (in direction of 


spindle) 6% spindle offset % in. | 
Standard equipment—2-pole automatic-release trigger switch and lock-. 
ing pin, mounted as a unit with cord protector, 3-wire cable and plug (3rd 
wire for grounding); 3-jaw Jacobs geared chuck with chuck key; Universal 
motor, which operates on A.C. or D.C. 
Standard voltage 110; also available for 220 or 250 volts on special orders. 


Optional speeds (at no extra cost) 2500, 3500 or 5000 R.P.M. 
NOe W-SAR eo EOE ae GET SRS col ene Re Each $38.00 


Low Speed Holgun 


Same tool as No. V345 Holgun, except the reduced spindle speed and 
increased torque make this the perfect drill for production work in stainless 
steel, monel metal and other modern hard alloys. lh oa oak, an 
Capacity in steel %4 in., hardwood %% in. Speed: no loa .P.M., 
load o95 RPM. Weight 3 lbs. 7% in. overall with % in. spindle offset. 
Standard equipment—2 pole automatic release trigger switch and lock- 
ing pin, 3 wire cable and plug for grounding, 3 jaw Jacobs chuck and key. 
Universal motor, A.C. or D.C., 110 volt. Optional speeds at no extra 
cost, 750 or 1000 R.P.M. Also available in 220 or 250 volts on special orders. 


ees ee eae ea ees cr chee me Each $44.00 





Specifications 
Capacity—In steel ......... Up to 4 in. 

“3 si In hardwood .... Up to 3¢ in. 
Standard speed—No load .. 1700 R.P.M. 

¥ Full-load . 1070 R.P.M. 

*Optional no-load speeds .. JS 2500, 3500 or 
tat no extra cost) 15000 R.P.M. 
Wet Weigiit 2 icc... eons 314 Ibs 
Shipping Weight ........-.. 514 Ibs. 
Overall length ..........---- 734 in. 
Spindle offset .......------- 34 in. 


Y, Inch End-Handle Model 


Standard equipment—2-pole automatic release-trigger switch and lock- 
ing pin, mounted as a unit with cord protector; 3 wire cable and plug; 
3 jaw Jacobs threaded chuck and key; Universal motor. 


Standard voltage 110; also available for 125, 220 or 250 volts. 
Wa WOT oer oc eae bed ee Ree ee KES es Gls areas Each $42.00 
All Above One in a Shipping Container. 
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ELECTRIC DRILLS 
VAN DORN 


A completely new production tool 
2 in. shorter than previous models. 
Has a lack of “nose-heaviness,” 
splined spindle gear, ball spindle 
bearing with inner and outer races 
locked, threaded chuck and trigger 
guard. Equipped with a three-jaw 
Jacobs geared chuck or a Portomatic 
keyless chuck with gear locking pin. 
powered universal motor, oper- 
ates on either alternating or direct 
current. 





5/16 In. Heavy Duty 

Capacity in steel in., in hardwood in. No-load speed 1400 R.P.M. 
Weight 7 lbs. Over length 12% in. - " 

Standard equipment—3-conductor cable and plug, 3rd wire for ground- 
ing; chuck, two-pole automatic release switch and locking pin, removable 
commutator cover. 

Universal motor, operates on A.C. or D.C., 110 volt. Also available for 
32, 220 or 250 volts on special orders. 


With geared chuck and key. 


PRO VSO ee isc cc bane cca een cb kn eek es Each $52.00 
With Portomatic keyless chuck and gear locking pin. 
Os V=880 6 ES ee ee ee Terry oer Each $55.00 


An entirely new drill. This sen- 
sational model makes possible 
more power per und; greater 
strength-to-weight ratio; a cooler 
drill to use; light, smooth, easy 
to handle, and streamlined fin- 
ished. 

Drilling capacity: In steel, 3% 
in.; in hardwood, 5% in. Speed: 
No-load, 700 R.P.M.*; full-load, 
360 R.P.M. Weight: Net, 534 Ibs.; 
shipping, 814 lbs. Overall length, 
135% in. 





3g In. Standard 


_ Standard equipment—Automatic-release aigese switch with locking 
pin; 3-wire cable and plug; 3-jaw Jacobs threaded chuck and key; Univers 


Standard voltage—110; also available for 32, 220 or 250 volts. 
This drill can be furnished with %¢ in. geared chuck and no-load speed 
of 1100 R.P.M. at no extra cost. 
ail Bs acca a with side-handle; trigger switch and locking pin on special 
*Optional no-load speeds (at no extra cost), 350, 500 or 1100 R.P.M. 


Ney VAG 6h oes 6 6. 65 as ia a eee Each $52.00 


Designed for industrial use in 
lants where production drilling of 
B, in. holes at high s d is re- 
quired. The spindle speed, the weight 
and operating balance and the com- 
pactness of unit are ideal for 
production service. 

Drilling capacity—In steel in.; 
in hardwood OY, ng * 

Speed—No-load 900 R.P.M.; full- 
load 625 R.P.M. 

Weight—Net 10 Ibs.; shippin 
12% lbs. is vs Sa 

Overall length—13%% in. 

Standard equipment—3-conductor 
cable and plug (3rd wire for ground- 

3% In. Heavy Duty ing), 3-jaw Jacobs geared chuck and 

key, automatic-release trigger switch with locking pin for optional use, 


spade handle with key holder, detachable pipe handle, removable commu- 
tator cover. 

110 volt universal motor, operates on A.C. or D.C.; also available for 
32, 220 or 250 volts on special orders. 


da oac_ Rr ay Each $58.00 





An i Sg tool, correct for 
oT in all metals and woods. 
Ideal for driving hole saw and 
wood augers. Compo “oil-less”’ 
bearings for smoo operation. 
An all-around drill that can be 
used in any metal or wood. Will 
drive various accessories, can be 
ge in at any time for odd 

ob use. as plenty of power for 
tough drilling and will meet the 
varying needs of job-shop routine. 

Drilling capacity—In steel up 
to % in., in hardwood up to 1 in. 

ob EE gee 375 R.P.M., full 
load 240 R.P.M. 


Weight 9% lIbs., Overall len 
14% in. * _ 
Standard equipment—3-con- 
¥% In. Junior ductor cable ce plug (3rd wire 
for grounding); 3-jaw Jacobs chuck with key, automatic-release switch 


with locking pin for optional use, spad 
removable nine handle” pade handle with chuck key holder, 


110 volt universal motor, operates on A.C. c.: 
220 or 250 volts on special o Nerd. A.C. or D.C.; also available for 32, 


No. V-38............. ‘keh, OR WOE ea ae eee See ee ...Each $45.00 
All Above One in a Shipping Container 





Close-coupled construction mini- 
mum spindle offset and spade han- 
dle set horizontally are welcome ad- 
vantages in confined space. Ball 
spindle bearing with inner and outer 
races locked in place. Spindle gear 
for increased strength, grease-sealed 
ball armature bearing. 


Drilling capacity—In steel % in., 
in hardwood 1 in Spindle speed— 
No-load 400 R.PM., full-load 300 
R.P.M. Net weight 934 Ibs. Ship- 

ing weight 13 Ibs. Overall length, 
ncluding spade handle and chuck, 
13% in. 


¥% In. Standard Standard equipment—3-conductor 

cable and plug (3rd wire for ground- 
ing), 3-jaw Jacobs geared chuck and key, automatic release trigger switch, 
spade handle with key holder, detachable pipe handle. removable commu- 
tator. 110 volt universal motor, operates on A.C. or D.C.; also available for 
32, 220 or 250 volts on special orders. 


POON WO ea ais Scar ini ote pe OO pike Kan Eas oy Be Each $58.00 


Entire redesigned, with greater 
power, better balance and im- 
proved anti-friction bearing con- 
struction for heavy-duty service. 
Two ball bearings on chuck spin- 
dle absorb bo side and end 
thrust and increases service and 
efficiency. New automatic release 
trigger switch with locking pin 
for optional use. The right tool 
for heavy duty drilling, driving 
hole saws, wood augers, spring 
bee se cylinder hones. 

rilling capacity — in. in 
steel 1 in in hardwoo 
peed—No load 500 R.P.M., full 
load 330 R.P.M. 
Re “ihe 1614 Ibs., shipping 
% In. Heavy Duty Overall length—18% in. 
Standard equipment—3-conductor cable and plug, 3-jaw Jacobs chuck 
,and key, spade handle with chuck key holder, detachable pipe handle. 
Optional equipment—No. 1 or No. 2 Morse taper socket in place of 
chuck—no extra charge. 
Special speeds—600 or 750 R.P.M., $5.00 extra. 
110 volt universal motor, operates on A.C. or D.C.; also available for 32, 
220 or 250 volts on special orders. 


ee sig oaks ....Each $77.00 








Give extra margin of power, form- 
erly available only in a heavy duty 
production drill, and the low speed 
and heavy torque necessary for util- 
ity service. Is light in weight, per- 
fectly balanced, with rugged, power- 
transmitting construction of gears. 
Motor is mounted on ball bearings. 
Chuck spindle operates on tapered 
roller bearings, insuring smooth 
Se power. Ideal for driving wood aug- 

is ers, cutting with hole saws, power- 

54 In. Standard ing cylinder hones and grinders, 
drilling in hard alloy metals, doing heavy duty and precision work in a 
bench drill stand. 

Drilling capacity—In steel 542 to % in., in hardwood 1% in. 

Speed—No-load 300 R.P.M., full-load 175 R.P.M. 

Weight—Net 17 lbs., shipping 22%, lbs. Overall length 18 in. 

Standard equipment—3-wire cable and plug (3rd_ wire for grounding), 
% in. geared chuck and key, automatic-release switch with locking pin in 
side handle, spade handJe with chuck-key holder, detachable pipe handle. 

Optional equipment—No. 2 or No. 3 Morse taper socket in place of 
chuck, no extra ge. 

110 volt universal motor, operates on A.C. or D.C., also available for 32, 
220 or 250 volts on special orders. 


RE ES bcs Sw Uo eae eh A ey RWS A AR Owes HOUR ORES ES Each $72.00 





Completely redesigned for 
greater efficiency, lighter weight 
increased power and improved 
ee An outstanding fea- 
ture of this unit is roller bearing 
equipment on chuck spindle, to 
withstand severe side and end 
thrust; ball bearing construction 
throughout. Amply powered and 
built for heavy duty service. 
Adaptable to heavy duty drill- 
ing, onying cylinder grinders 
and hones, hole saws and wood 
augers. ed Boor oo ase in 
bridge, wharf and building con- 
struction. 

Drilling capacity—542 to a in. 
.in steel, 14% in. in hardwood. 

Speed—No load 450 R.P.M., full 
load 265 R.PM. 





5 In. Heavy Duty 
Weight—Net 2214 Ibs., shipping 27 lbs. Overall length—20 in. 
Standard equipment—3-conductor cable and plug, rt ras Jacobs chuck 
a 


and key, spade handle with chuck key holder, detachable pipe handle. 
Optional equipment—No. 2 Morse taper socket in place of chuck, no 
extra charge. : 
110 volt universal motor, operates on A.C. or D. C.; also available for 
220 or 250 volts on special orders. 


PO EEGs os tee OR as ee RES hw eA FD ee Each $95.00 
All Above One in a Shipping Container 
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ELECTRIC DRILLS 
VAN DORN 


A powerful, ruggedly con- 
structed tool, with triple gear re- 
» duction for low spindle speed and 
= plenty of torque. Motor mounted 

on bail bearings. Chuck spindle 
operates on tapered roller bear- 
ings. Ideal for driving hole saws, 
wood augers, cylinder hones, etc. 
Designed especially for repair 
shops, construction crews, main- 
tenance departments, contractors 
and a thousand general service 
uses. 


Drilling capacity—In steel %g@ in. 
to % in., in hardwood 1% in. 


Speed—No load 250 R.P.M., full 
load 150 R.P.M. 


Weight—Net 19% lbs., shipping 24 Ibs. Overall length 18% in. 


Standard equipment—3-wire cable and plug (3rd wire for grounding), 
% in. geared chuck and key, automatic-release switch with locking pin in 
side handle, spade handle with chuck-key holder, detachable pipe handle. 


Optional equipment—No. 2 or 3 Morse taper socket in place of chuck, 
no extra charge. 


110 volt universal motor, operates on A.C. or D.C.; also available for 220 
or 250 volts on special orders. 





3%4 lu. Standard 


FR Wr ra as Vins 0a See Sai wee MR Ciel ce SD ee Each $80.00 


this new unit to the needs of 
builders, heavy machinery 
manufacturers, car and loco- 
motive maintenance shops and 
heavy duty automotive repair 
work. Chuck spindle equipped 
with taper roller bearings; all 
other ts mounted on ball 
bearings. Extra long switch 
handle and pipe handle im- 
prove control of this unit. Spe- 
cial safety switch shuts off cur- 
rent the instant operator’s grasp 
is released. 


Drilling capacity—%., to % in. 
in tacit oy in carienad 
Speed—No load 375 R.P.M., 
full load 225 R.P.M. 
Be Weight—Net 27% lIbs., ship- 
aes ping 33 Ibs. 
% In. heavy Duty Overall length—21% in. 
Standard equipment—3-conductor cable and plug, 3-jaw Jacobs chuck 
and key, spade handle with chuck key holder, detachable pipe handle. 


Optional equipment—No. 2 Morse taper socket in place of chuck, no 
extra charge. Special speeds—275 or 600 R.P.M., $5.00 extra. 


110 volt universal motor, operates on A.C. or D.C.; also available for 220 
or 250 volts on special orders. 





WOO. WOGe iy 2556 ad a ss nie. 0 is Si ee ee Each $105.00 


A rugged, powerful tool for 
structural work in drilling and 
reaming ga Se faye Suitable 
to wood boring, ore drilling, 
quarrying, railway shop, fabri- 
cating and ship building. Ex- 
tended handles give perfect 
control; instant release switch 
increases safety; anti-friction 
bearings insure full power and 
long life. Equipped with No. 3 
Morse taper socket; can be 
equipped with a 3-2 reducing 
sleeve or with % in. chuck on 
Morse taper arbor. 

Pye capacity—5I4, to 146 
(With reducing sleeve, range 
is extended down to \% in.) 


Light reaming capacity — Up 
to % in. in steel. 





1 In. Heavy Duty 


Heavy reaming capacity—Up to % in. in steel. — 
Speed—No-load 350 R.P.M., full-load 200 R.P.M. _ 
Weight—Net 27% lIbs., shipping 35% Ibs. 

Overall length—21% in. 


Standard equipment—3-conductor cable and plug, No. 3 Morse taper 
socket, spade handle and detachable pipe handle. 


Optional equipment—Special speeds, 250 or 600 R.P.M., $5.00 extra. 


110 volt universal motor, operates on A.C. or D.C.; also available for 220 
or 250 volts on special orders. 


No. V-47—With internal spindle......................0... Each $120.00 
All Above One in a Shipping Container 


Power and slow speed adapt | 


ELECTRIC DRILLS 
VAN DORN 





1% Inch Heavy Duty Ball Bearing Drill 


A new unit of increased power, with extra long safety switch and pipe 
handles. Motor housing is cast with adaptor pad to fit this drill to No. 80 
drill stand. 


Specifications: Drilling capacity, in steel, up to 1%4 in. (With 3-2 or 
3-1 reduction sleeve, range is extended down to 4% in.) Reaming capa- 
city, light, up to 1 in.; heavy, up to 34 in. Speed: No-load (standard) 250 
R.P.M. Special no-load speeds (at $5.00 extra)—350, 600, 800, 900 R.P.M, 
Net weight 3244 lbs.; overall length 2044 in. 110 volts. Universal motor. 


Available in 220 or 250 volts at same price. 
a a Se eo ae a as 18 a ee 


ELECTRIC TAP GUNS 
VAN DORN . 





This tapper has been developed on ti.e Holgun chassis to take care of 
requirements for a light weight tapper for small size screws. 


Specifications—Standard speed: tapping in 400 R.P.M.; tapping out 
-§25 R.P.M. 
Capacity—Cast iron %g@ in., steel %¢ in., brass % in. 


Overall 9% in., weight 3% lbs. Universal motor, 110 volt, 60 cycle. ~ 
NO GOs. .... 26s Boe eee oe ers a Ae oe te aCe FEN 5 a Snes gee ae eee Each $68.00 


ELECTRIC TAPPERS 
VAN DORN 


A completely redesigned unit 
for industrial use where produc- 
tion tapping must be done on 
pieces too large or heavy to han- 
dle in a machine tapper. This 
improved tool is eight times fast- 
er than hand methods; has better 
balance and control, improved 
ventilation, increased power. An 
automatic reversing .mechanism 
backs the tap out of the threaded 
hole at high speed with a slight 
backward pull on the unit. No reversing switch is needed. Will greatly 
speed up operations and reduce tap breakage. 


Tapping capacity—% in. in cast iron, % in. in steel, % in. in brass or 
aluminum. 


No load speed (tapping)—300 R.P.M. 
Weight—Net 10% Ibs., shipping weight 14 Ibs. 
Overall length—15% in. 


Standard equipment—3-conductor cable and plug, % in. Jacobs chuck 
and key, automatic-release switch and locking pin, wooden side handle. 


Optional equipment—special speeds, 500, 700 or 1200 R.P.M., $5.00 extra. 


We Wb i eR, SEI AG ARR SRG Each $87.00 
All Above One in a Shipping Container 
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ELECTRIC SCREW DRIVERS AND WRENCH 





A completely new and up-to-date version of the famous Van Dorn labor- 
saver—the electric screw driver. Redesigned with greater power, improved 
mechanism, better balance and performance, this unit is amply powered for 
constant production service. Positive or adjustable clutch models. Gear 
and field cases are assembled with through bolts for added strength and to 
facilitate inspection. The unit is adapted to screw driving in metal or wood, 
nut tightening, lag screw driving, cabinet and furniture building, boat build- 
ing, automobile body and aviation assembly. When equipped with reversing 
wwitch, it is ideal for assembling and disassembling pieces that are shipped 
“IKknocked-down.” It is indispensable in the shipping department for crating 
and uncrating. 


Specifications 
Capacity: Wood SCrewS..........esseeeeeeee-Up tO 14x2% in. 
Self-tapping Screws ..........eeesecee .. up to %@ in. diam. 
Lag screw capacity............e0- sowe Ceneceses lp 00: 4658-10, 
Machine screws and nuts.............-..-up to *% in. diam. 


No load epee. 0:i<sisic ivcve ks Viciuesbaeue ls ccuabes cunben ata ek 
Weight: net 6% Ibs., shipping........ccscccesccececcees 9 IDS, 
Overall length (not including bit)..............-.++--13% in. 


Furnished complete with quick-change chuck, with Az, in. hex. socket, 
3-conductor cable and attachment plug, and one each No. 8 and No. 12 
standard bits with centering sleeves. 


110 universal motor, operates on A.C. or D.C.; also available for 32, 220 
or 250 volts on special orders. 


No. V+53—Positive clathrate hee os eee Each $65.00 


No. V-169—Adjustable clutch................ i fiaveaeuee: Each 90.00 


Attachments and accessories—No. 5743 reversing switch, $7.50 extra; 
special speeds—750, 1000 or 1600 R.P.M.—$2.50 extra. 





A rugged, powerful driving unit for screws, nuts and bolts, entirely 
new in design and construction and embodying latest engineering improve- 
ments. For greater strength and service, the switch handle is integral 
with field case and removable commutator covers afford easy access for 
inspection and cleaning. Gear and field housings are assembled with 
through bolts for added strength and to facilitate inspection. This unit 
also has greater power, improved mechanism and better balance than 
the former model and is capable of handling constant production work 
in either wood or metal, screw driving, nut tightening, or construction 
work, automobile and body work, ship building, railway car building 
and repair, machinery assembly and crating. Addition of reversing switch 
greatly expands the uses of this unit for dis-assembling. repair work and 
preparing “knocked-down” shipments. Positive or adjustable clutch models. 


Specifications 
Capacity: Wood Screws.................up to No. 18x3%% in. 
Self-tapping screws .......... ceccceceese- UP tO % in. diam. 
Lag screw Capacity.........ccceccccecccccesss-Up tO Hex3 in. 
Machine screws and nuts.................-Up to % in. diam. 
No load speed..... oa dewah on ee eud Kaas Wwedseewe ae oe cee ue 
Weight: net 9 Ibs., shipping.............. LAN eheeeNousweae See, 
Overall length (not including bit)....................14% in. 


Furnished complete with quick-change chuck, with 14, in. hex. socket; 
13° positive clutch; 3-conductor cable and attachment plug; and one each 
No. 10 and No. 14 standard bits with centering sleeves. 


110 volt universal motor, operates on A.C. or D.C.; also available for 32, 
220 or 250 volts on special orders. 


No. V-54—Positive clutch.............. 0.00.00... 0 0000 Each $77.00 
No. V-164—Adjustable clutch.......................-00e.. Each 98.00 


Attachments and accessories—No. 5743 reversing switch, $7.50 extra: 
special speeds—750, 1000 or 1600 R.P.M., $2.50 extra. 


All Above One in a Shipping Container 


ELECTRIC SCREW DRIVERS 
VAN DORN 


IS He 






Torsimeter 

The name Torsimeter designates an ingenious clutch arrangement which 
pre-determines the torque or torsion applied to each screwdriving job. The 
Torsimeter is also equipped with a positive clutch which permits the spindle 
to idle until the bit “finds” the screw slot. 

Specifications 

Capacity—Up to No. 4 screw. 

Speed—No load 1000 R.P.M. 

Weight—Net 2% lIbs., shipping weight 4 lbs. 

Overall length (including bit)—11% in. 

Standard equipment—3-conductor cable with attachment plug, toggle 
switch mounted in end cap, one No. 13208 bit with centering sleeve; spring 
sleeve and protector. 


110 volt universal motor, operates on A.C. or D.C.; also available for 220 
or 250 volts on special orders. 


No. V-244—With paddle switch...................-200005- Each $80.00 
Roversing: Swe. i aee ies 65 RS se a RS Each 10.00 








No. V-402 
Positive Clutch Scrugun 
Designed to meet the requirements of a unit for working in confined 
space, as in the manufacture of furniture. Has positive type clutch which 
permits the spindle to idle until bit “finds” the screw slot. 


No. V-350 


Specifications 
Wood screw capacity. ............-...00eeee up to No. 10x2 in. 
Self-tapping screw capacity...................... up to No. 12 
Machine screws and nuts capacity.......... up to 14 in. diam. 
Standard spindle speed (no load).................. 750 R.P.M.* 
Net weight....... 31 Ibs. Shipping weight....... 434 Ibs. 
Overall length (including bit).......................5. 834 in. 
SEI Cries eS chs ws GS cheba Cees Be ew See 34 in. 


Standard equipment—3-conductor cable and plug (3rd wire for ground- 
ing); 2-pole automatic release switch and locking pin (mounted as unit with 
cord protector and cable); one No. 13207 bit with protector sleeve, centering 
sleeve and spring sleeve; Universal motor operates on A.C. or D.C. 

Standard voltage—110; also available for 220 or 250 volts. 

*Optional speeds (at no extra cost)—500, 1000 or 1500 R.P.M. 


Nae aT TID teaeme meat, Sp se fc Se REN MOR eget se lage MRR eet or Each $55.00 


Adjustable Clutch Scrugun 
An especially sensitive adjustable unit. Ideally adapted to constant pro- 
duction service, as the double clutch “cushions” the torque and relieves the 
operator of any twisting motion in the driver as the screw is driven “home.” 
Clutch is adjusted for any tension by ne knurled collar with a pin 
through slot in protecting sleeve. Free spindle idles until operating pressure 


is applied. 
Specifications 
Self-tapping screws capacity..................5.5. up to No. 12 
Machine screws and nuts capacity.......... up to %4 in. diam. 
Standard spindle speed (no load).................. 750 R.P.M.* 
Net weight... ... 334 Ibs. Shipping weight....... 514 Ibs. 
Overall length (including bit)........................ 1044 in. 
Sr: SC isi icp, ws 4 oF RRR Ue 0 os ot Fa 34 in. 


Standard equipment—3-conductor cable and plug (3rd wire for ground- 
ing); 2-pole automatic release switch and locking pin (mounted as unit with 
cord protector and cable); one No. 13207 bit with protector sleeve, centering 
sleeve and spring sleeve; Universal motor operates on A.C. or D.C. 

Standard voltage—110; also available for 220 or 250 volts. 

*Optional speeds (at no extra cost)—500, 1000 or 1500 R.P.M. 


No. V-350 Each $68.00 





Scrugun 
Ideal for operation in suspended position. Center spindle improves 


aim. Bonnet grip switch arrangements eliminate handles. Operates in re- 
verse at full power when equipped with reversing switch. Adapted for as- 
sembling radio and refrigerator cabinets, airplane and automobile bodies 
and general production cabinet work. Ideal for driving screws of all types, 
including slotted and hexagon heads, in metal or wood. 


Specifications 
Wood screw capacity........ Pereiiavereeke up to No. 10x2 in. 
Self-Tapping screw capacity....... Jive chs caeeene up to No. 12 
Machine screws and nuts capacity........ up to % in. diam. 
Standard spindle speed—no load.............56. ..100 R.P.M. 
Weight: net 3% Ibs., shipping............... dea bepe css ane. 
Overall length (including bit)............e..eeee- -----9% in. 


Standard equipment—3-conductor cable and plug, 3rd wire for ground- 
ing; toggle switch, one No. 8 bit with protector sleeve, centering sleeve and 
spring sleeve. 

Universal motor, operates on A.C. or D.C., 110 volts; also available for 
220 or 250 volts. 

*Optional speeds—500, 1000 or 1250 R.P.M., no extra charge. 


No. V-380—Adjustable clutch................... cee eeeee Each $73.00 
No. V-#08——Postive clutch... oo. oo is ces i Se ws Each 60.00 
Reversing Switch—For No. V-380 or V-403 Scrugun........ Each 10.00 


All Above One in a Shipping Container 





PORTABLE ELECTRIC SHEARS 
VAN DORN 


Porto-Shear 


Designed to meet the specific needs 
of sheet metal fabricating plants. By an 
ingenious arrangement of a high grade 
steel blade, actuated by an eccentric, 
- giving a vertical stroke and cutting 

against a stationary steel blade in the 
shoe base, which is integral with the 
unit, the Porto-Shears easily cut 
through sheet metals of any gauge up 
to their rated capacities. The unit is 
full ball bearing equipped, except the 
eccentric, and powered with a uni- 
versal motor, operating on either alter- 
nating or direct current. It is not 

necessary to adjust blades for varying 
gauges or types of metal. Blades can be re-ground without the necessity 
of special fixtures. Cuts straight, curved or irregular lines, and it will cut 
on a radius as small as 34 in. Will cut up to its rated capacity in steel and 
galvanized iron and approximately one gauge thinner in monel metal and 
stainless steel and at least 50% greater than rated capacity in copper, tin, 
aluminum, lead and other non-ferrous metals. 


Standard equipment (both units)—3-wire cable and plug (3rd wire for 
grounding), thumb control switch, one set Porto-Shear blades. 110 volt 
universal motor, operates on A.C. or D.C.; also available for 220 or 250 volts 
on special orders. 





Tee SU 7 ee tea es a ga MRCS pat NM V-258 V-259 
Capacity in steel (U. S. standard gauge)........ 18-gauge 16-gauge 
Minimum cutting radius, in.................... 34 3/4 
Cutting speed (strokes per minute): 

PEMA GOOCE oe og conn Rew can ee lees 2500 2500 

Reta s ae ee a i bee ees 1500 1500 
SNE OU MEERNI, ORIN S555 es sok lacs Ain «co Rte AGN tee Oo 634 8 
Briones weet. iba... cn a eS aes 9 10%4 
CrrE SOEMEIE IY ees ecu meee ee 11 1134 
Each, complete, for all voltages................. $82.00 $5.00 


One in a Shipping Container 


ATTACHMENTS AND REPLACEMENTS 
*No. 23046—Stand. Shear placed in stand can be used for bench 


Nk as ah iat Ks 8 ee ue Is ee ee Each $3.15 
*Direct shipment only, F. O. B. Towson, Md. 


REPLACEMENT KITS 


No. 32105—One only vertical cutter blade, one only horizontal 
stationary blade and two only socket head holding screws 


ee ie So ae Bao eine ate one SN a ese $3.95 


12-Gauge Porto-Shears 


The 12-GAUGE PORTO-SHEAR is 
a new Van Dorn addition which 
expands the shearing capacity of 
the Porto-Shear line in a variety 
of materials. It will cut 12-gauge 
standard sheet steel while cutting 
approximately two gauges thinner 
Monel metal and stainless steel and 
approximately 50% above the rating 
in sheet copper, aluminum, lead and 
other non-ferrous metals. 

The shape of the shoe, the ar- 
rangement of the shearing blade 
and the operating mechanism for 
the reciprocating blade are ruggedly 
constructed and similar in design to 
that now used in the 16 and 18- 
gauge shears. 





Specifications 

Capacity in ‘steel (U.S, Standar@ .- au... as Se BE 12-gauge 
Cutting. Speed—No-load ....2 5.6 55.0... ek a ee a ee 2000 

(Strokes: per miniite) Full-load.... ... hice. eae cee 1100 
Spinimum Cutting: Radius in: . 668 Se cS ae eee 11%4 
ROG WOT Si a Se eS os So aie vw he eee 11 
Bapping  Welgnt, The; Ue oss oe eae ce OR ee eee 13% 
CVOPG).  DmeAN. iis es eas Pea Gs a RR ee wee 121%6 


Standard Equipment—Trigger switch with locking pin; 3-wire cable 
vein plug; one set Porto-Shear blades; set-screw wrench; Universal 
motor. 


Standard Voltage—110. Also available in 220 or 250 volts. 


UG SO aaa ee a ee ee ee ee a eee a Each $135.00 
One in a Shipping Container 3 


IMPACT WRENCH 
VAN DORN 


The VAN DORN Electric Impact 
Wrench is a completely new unit 
for rapid tightening and removal 
of nuts, bolts and cap screws. In 
tightening operations, the Wrench 
spins a free-running fastener to a 
seating position by high speed di- 
rect drive; immediately the clutch 
throws into operation a rapid, posi- 
tive hammering action which tight- 
ens the fastener with thousands of 
quick, sharp blows per minute. Just 
a few seconds of this positive im- 
pacting is all that’s needed for 
maximum tightness. And there is 
practically no torque reaction to the operator—no uncomfortable jarring 
or twisting—no “fighting” the Wrench to get results. 

To remove fasteners—even the stubborn “frozen” ones— flip the con- 
venient reversing switch and the impact mechanism hammers the part 
loose, then spins it off quickly by direct drive. The action and power of 
the Wrench are the same in either direction. And the motor cannot be 
stalled—even if the spindle is stopped “dead”—so there’s no danger of 
overload or “burn-out.” 

With all this power and performance, the Van Dorn Impact Wrench is 
light and perfectly balanced. Sturdy cast-aluminum housings combine 
strength and lightness; a comfortable pistol-grip side handle contains the 
instant-release trigger switch; the toggle reversing switch is conveniently 
located in a recess above the handle for thumb operation. And the full- 
powered Van Dorn universal motor is ball-bearing mounted and amply 
ventilated. All spindles and gears are of special heat-treated alloy steel. 
The Impact Wrench is conservatively rated to drive and loosen nuts, bolts 
and cap screws up to 3%” thread size. 12 inch square drive. 





36 Inch 


Specifications 
Capacity: Nuts, bolts, cap screws, in. .............0. ccs eee eee eee 34 
Perera er Mintle. gs ae ea ee ee ae: 2,000 
Roan CATIOED Eg som Gp es be ee bs os Ce BUSES OS CET eee. 11% 
a he IU 0 ib Ho's os Res aD oak Ce RT RUE OG ee ER eres ee 8% 


Standard Equipment—3-conductor cable and plug; side handle with 
automatic-release switch; reversing switch; ‘‘universal’” motor. 
Standard Voltage—110. Other voltages available at no extra cost. 


Pe I eo ics cae see dos eh bn a de Ge ens KPO RRM EES Each $105.00 


The Impact Wrench is also offered with a group of six hexagon sockets 
in sizes %,”, 58”, 34”, 1%46”, 7%”, and 14.6”. These sockets are quickly inter- 
changeable on the Impact Wrench and allow the unit to handle a great 
variety of nuts, bolts, and cap screws. 


PR WMS neg as os 5 8 6s Sco tearm Oe Abie Sem eet Each $109.00 


BENCH STANDS 
HOME UTILITY 





For %4 Inch Utility Drill 

Add up all the uses for a 14 in. portable electric drill—in the home— 
in the shop—on the farm—then double these by adding a %4 in. bench 
stand to your equipment. The drill fits into the stand easily and quickly; 
takes only a few seconds to have a smooth, accurate drill press—and 
just as quickly the drill is removed again for portable use. The base 
is screwed to the bench, the supporting column is rigid, the bracket can 
be adjusted to any height from the base and swung around to any desired 
position. The feed handle leverage gives you extra force for tough drilling 
and feeds smoothly for delicate work. Weight 1134 lbs. Height 19% in. 


No; MU-23600—44 in; bench stand. 2 ioe a Each $11.45 


(Does not include electric drill) 
One in a Shipping Container 








s 
‘ 





BENCH STANDS 
HOME UTILITY 


For % Inch Utility Drill 


This stand increases the usefulness of the 14 
in. portable drill; improves the accuracy of its 
work and makes it possible to apply more power, 
more steadily and under better control. The drill 
fits into the stand in a few seconds and is removed 
just as quickly; the usefulness of the portable 
tool is not impaired in any way. The base of the 
stand is accurately shaped to provide a flat work 
surface, drilled so that clamps can be used to 
secure the work; the stand can be bolted to the 
bench. The bracket slides on the supporting col- 
umn for adjustment to suit size of work and can 
be swung to any position, on or off the base. The 
feed handle operates smoothly for delicate work 
and has enough leverage to supply a lot of extra 
power on tough drilling. Weight 1534 lbs. Height 
29 in. 





No. HU-230i—% in. bench stand.......................... Each $17.45 
(Does not include electric drill) 
One in a Shipping Container 


DRILL STANDS 
VAN DORN 





No. 20 No. 40 


These stands quickly convert portable drills into efficient drill presses. 
By loosening a clamp they are just as quickly restored to a portable unit. 
Handle leverage enables the operator to exert tremendous pressure on 
the work. The tool bracket is adjustable to any height on the supporting 
column, and can be swung to any radial position. 

Bench stands are available for all model drills. In ordering drill stands, 
always specify size and serial number of your drill. 

For use with drills: 44 in. Holgun, 4 in. Jr., 44 in. Std., 14 in. H. D., 
He and 3% in. Util., 4g in. H. D., also Nos. 12 and 22 screw drivers and No. 
V90 tapper. 


Nos. 60 and 80 


No, 20—(22148) ..2.......1. 840ei ex Gres Be Se vain eae RES Each $19.00 
For use with drills: 3g in. H. D., 44 in. Jr., 144 in. Std., 14 in. Util. 
Wo, 46-—(22145) ons oe i a ee eee Each $26.00 


For use with drills: 12 in. H. D., 54 in. Util., 54 in. H. D., 34 in. Util, 
34 in. H. D., % in. Util., 3% in. H. D., 1 in. H. D. 


No, €0-—(19657). 5... 600. oR ier i eee ee ee Each $40.00 
For use with 134 in. drills. 
No. 60—(20007) 2.0.6.5 560s aaa eo Be ae Each $52.00 


One in a Shipping Container 


PORTABLE ELECTRIC SAWS 
HOME UTILITY 


Developed expressly for the home owner, 
farmer, carpenter etc. where intermittent 
service is required. Strong aluminum case, 
full lubrication. 


Specifications 
Blade, AN: S223 i te sg A dk ee 6 
No-load speed, ............. *....5500 R.P.M 
Full-load speed, ................ 3300 R.P.M. 
Overall bei Wis 335. eshs . vce ne. oe. 916 
Overall length, 9. ick aioe oes a 934 
Depth: Cuts Ie tied easiest sick es wide hats 2 
Net weight, 2bes ! is .svicst eed). oes ...»-1034 
Wire. cable; 85-1 ii hes leionice. alone 10 


750 Watt (1 H.P.) 110 Volt 60 cycle A.C. 





No. HU-60 


Wa wie "a «CRs MERA Oe ae Ce ee ee ‘obese. sss. ach $59.95 
One in a Shipping Container 


PORTABLE ELECTRIC QUICK-SAWS 
VAN DORN 


Van Dorn Portable Electric Quick-Saws offer complete safety, perfect 
balance, increased power; efficient fan and ample vent slots, close-coupled 
design, reduced weight and length, “saw grip” switch handle. 

Cutting depth can be adjusted at any point up to maximum. Shoe can 
be tilted for bevel cutting at any angle to 45°. A detachable, adjustable rip- 
fence guides rip-cutting up to 6”. Telescoping guard covers blade except 
when cutting. Inner guard opens as Saw enters cut, and springs closed as 
Saw emerges. Outer guard swivels to follow depth adjustment. 2-pole 
instant-release switch inside the grip prevents accidents. 





Specifications 
Diameter of Saw blade, in. ...714 
Driving Flange Pilot, in. .....1% 
Maximum vertical depth of cut: 

On vertical cut, in. ....... 233% 

(214 in. dressed). 

i 6" Ce Si 134 

(2 in. dressed). 
Speed: 

NOOO (5k nce sms 3200 R.P.M. 
Net Weight, Ibs. ............. 1834 
Overall length, in. .......... 17% 
Shipping Weight, Ibs. ......... 38 


7-Inch Electric Quick-Saw 


Standard Equipment—2-pole instant-release switch; 3-wire cable and 
plug; adjustable shoe; detachable ripping fence; combination rip and cross- 
cut blade; carrying case; one-half pound container of “Saw Lube”; T- 
handle wrench; “universal’’ motor. 


Standard Voltage—110, also available in 220. 
INDy WMO ese ss ss Uaces co Sue ee Oe, eee ie ee ee Each $125.00 


Specifications 


Diameter.of blade, I-56 2 ss0s .. ese 8 
Driving Flange Pilot, in. ..... Pitre ey Gee 1 
Maximum vertical depth of cut: 

On vertical cut, in. ....25g (3 in. dressed) 





a ey ae, es re ek ee oe ea th 2 
No-load spindle speed......... 5,000 R.P.M. 
Re RG TS kbs siaisce = es bees 195% 
Overall tenet. in... isa es bees 1344 
Shipping Weight, Ibs. ...... 6. 6 csi ence 45 

Be 


8-Inch Electric Quick-Saw 


Standard Equipment—2-pole instant-release switch; 3-wire cable and 
plug; adjustable shoe; detachable ripping fence; one combination rip and 
cross-cut blade; T-handle wrench; one-half pound container of “Saw 
Lube”; metal carrying case; ‘universal’ motor. 


Standard Voltage—110, also available in 220. 
PEGs Oe sis 8 «teas EES sete se oe St OS 58 Each $145.00 
One in a Shipping Container 


Specifications 
Diam. of Saw blade, in. ...914 
Driving Flange Pilot, in. ..13% 


Maximum vertical 
depth of cut: 





On vertical cut, in. ..... 314 

(3144” dressed) 

Oi SB Ot TS ss 236 

(214” dressed) 

Speed: No-load ..2500 R.P.M. 

Weight: Net, lbs. ........ 2514 

Overall length, in. ....... 1914 
9-inch Electric Quick-Saw Shipping Weight, lbs. ...... 54 


Standard Equipment—3-wire cable and plug; 2-pole instant-release 
switch; adjustable shoe; detachable ripping fence; combination rip and 
cross-cut blade; carrying case; one-half pound container of “Saw Lube”; 
T-handle wrench; “universal” motor. 


Standard Voltage—110, also available in 220. 


ee WN ee oe or io care he La A ok bbe LASER OOD Each $155.00 
One in a Shipping Container 


SS bas! ee eee 
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COMBINATION BLADE 








CROSSCUT BLARE 







METAL-CUTTING BLADE COMPO-BOARD BLADE 





ABRASIVE DISC DIAMOND RIM BLADE 





PLANER BLADE FRICTION BLADE 


CROSSCUT SAW BLADE 


For fast, smooth cross-cutting. Makes a 
smoother cut than the Combination Blade 
furnished as standard equipment. 


For current Quick-Saw models— 


Blade Use with 

No. Diam. Quick-Saw Each 
19773 714” 7-inch $ 5.25 
23160 844” 8-inch | 6.50 
22740 944” 9-inch 7.35 
For previous models— 
20359 5” No. 35 $ 4.40 
11732 6” 6-inch 4.65 
11843* 8” 8-inch 6.50 
11868 10” 10-inch 8.75 


COMBINATION RIP AND CROSSCUT 
SAW BLADE 


A fast-cutting blade for ripping in all kinds of 
wood, and for general service cross-cutting. Sup- 
plied as standard equipment with all Electric 
Saws. 


For current Quick-Saw models— 


Blade Use with 

No. Diam. Quick-Saw Each 
19774 74” 7-inch $ 5.25 
23161 814” 8-inch 6.50 
22726 944” 9-inch 7.35 
For previous models— 
20268 5” No. 35 $ 4.40 
11520 6” 6-inch 4.65 
11701* 8” 8-inch 6.50 
11867 10” 10-inch 8.75 


PLANER OR MITRE SAW BLADE 


For making very smooth cuts, both rip and 
cross-cut on interior finish and trim. 


For current Quick-Saw models— 


Blade Use with 

No. Diam. Quick-Saw Each 
20362 7%” 7-inch $ 8.25 
23158 814” 8-inch . 10.00 
22743 944” 9-inch 11.25 

For previous models— 
20358 5” No. 35 $ 6.75 
11942 6” 6-inch 8.75 
11945* 8” 8-inch 10.00 
11948 10” 10-inch 14.00 


NON-FERROUS METAL CUTTING BLADE 


For use on non-ferrous metals only. Has teeth 
shaped and set especially for cutting soft, non- 
ferrous metals, including lead. 


For current Quick-Saw models— 


SAW BLADES 


FOR PORTABLE ELECTRIC QUICK-SAWS 


VARIOUS TYPES of Saw Blades and Discs are 
available for use with the Portable Electric Quick- 
Saws, adapting these units to a wide range of uses. 
In addition to the Blades listed for current model 
Saws, sizes are also listed for previous models 6”, 8” 
and 10” Saws. Blades are easily interchanged on the 
spindle of the Saw for which they are indicated. 


FRICTION SAW BLADE 


For cutting corrugated galvanized sheet. Cuts 
faster, with less dirt, than abrasive disc. Blade 
is taper-ground for clearance. 


Blade Use with 
No. Diam, Quick-Saw Each 
24771 6” 7-inch $ 7.00 
24772 ‘D0 8-inch 7.90 
24773 8” 9-inch 8.75 


ABRASIVE DISC 


For sawing, cutting and slotting in slate, 
marble, asbestos, tile, transite and porcelain. 


For current Quick-Saw models— 


Blade Use with 

. No. Diam. Quick-Saw Each 
19766 7” x Ye” 7-inch $ 2.65 
11947 8” x 1” 8-inch «2.95 
22739 9” x ye” 9-inch 3.65 
For previous models— 

20368 5” x Wy” No. 35 $ 1.95 
11944 6” x 1%” 6-inch 2.30 


For thin-gauge ferrous metals. 
For current Quick-Saw models— 


23582 7” x We” 7-inch $ 2.65 
23583 8” x 4” 8-inch | 2.95 
23584 9” x 1%” 9-inch © 3.65 


NAIL CUTTING SAW BLADE 


An especially useful blade in shipping and re- 
ceiving departments, and on repair and mainte- 
nance work. For opening boxes and crates and 
for ripping up floors, where nails are encountered. 


For current Quick-Saw models— 


Blade Use with 

No. Diam. Quick-Saw Each 
20360 744” 7-inch $ 8.25 
23159 814” 8-inch 9.35 
22741 944” 9-inch 10.00 
For previous models— 
20356 ed No. 35 $ 7.00 
20576* 8” 8-inch 9.35 


COMPO-BOARD AND WALL-BOARD 
SAW BLADE 


For use with the No. 35 Saw only. Teeth are 
correctly set to give ample clearance, prevent 
clogging the saw, and avoid tearing the compo- 
sition material. 


No. 
20363 5” Compo-Board Saw Blade for 
NO. 20 SOW ...5 er eS $ 6.15 


Blade Use with DIAMOND-SHAPE DRIVE ADAPTORS 

No. Diam, Quick-Saw Each 
21868 74” 7-inch $ 5.85 A special inner clamp washer for holding saw- 

4 ” 3 blades with diamond shaped drive openings on 
24073 8% 8-inch 7.00 ick-S indl 
22744 94” 9-inch TSq | CRUCE See eos. ae 
For previous models— No. Item Quick-Saw Each 
24352 5” No. 35 $ 5.25 23277 Clamp Washer 7-inch $ 2.75 
11943 6” 6-inch 4.65 24080 Clamp Washer 8-inch 4.25 
11946* 8” 8-inch 7.00 24081 Clamp Washer 9-inch 4.25 


*8” and 10” Blades have same diameter hole. 8” Blade can be used on 10” Saw. 


Packed as Ordered 


QUICK-SAW ARM 


VAN DORN 





The new Quick-Saw Arm adds all the ad- 
vantages of saw-table operation to the many 
portable applications of the Electric Quick- 
Saw. Mounted in this new Arm the Quick- 
Saw cuts with easy one-hand control and is 
supported and guided in any predetermined — 
angle-of-cut. The unit is portable and may be 
set up in a few minutes at any location where 
two saw-horses are available. Increased speed, 
improved accuracy and reduced fatigue are 
immediate results. 


. A minute’s work clamps the Quick-Saw in 
position for sawing. “Pick-up” and “lay-down” 
between job phases are eliminated. Split- 
Second adjustment changes the angle-of-cut 
from straight to 45° or 90°. Slide arms may 
be locked in position to repeat any intermedi- 
ate angle-of-cut. On the control column is a 
tension adjustment for governing the amount 
of support given the Quick-Saw and also a 
vertical adjustment to permit the slide arms 
to firmly hold materials of various thicknesses 
during the saw cut. 


Many types of sawing, including cross-cut, 
rip, mitre, bevel and bevel-mitre cuts, are ac- 
curately controlled by the Quick-Saw Arm. 
All adjustments are simply and quickly made. 
Sawing action is almost effortless. 


Specifications 


Net Weight (not including Quick-Saw)..421% Ibs. 
Maximum Travel on cutting stroke......... 2032” 


(Extension of Slide Arms may be shortened to 

three other positions permitting saw travel of 
1542”, 1042” or 542”) 

Saw Carriage Capacity:..7”, 8”, or 9” Quick-Saws 

TOE OF CUSt S.A Soke: 214” with 7” Quick-Saw 

214” with 8” Quick-Saw 

3” with 9” Quick-Saw 


PRE O  sa oo s eis cave cos eee ee 0° to 180° 
Bevel Cutting Angle.................... 0° to 45° 
PE eRe oe REE RE OE & Each $148.00 


One in a Shipping Carton 














PORTABLE ELECTRIC HAMMERS 
VAN DORN 


Van Dorn electric hammers are 
completely self-contained units op- 
erated by universal motors and re- 
quiring no transformers, rectifiers or 
other extra equipment. They great- 
ly speed up any drilling or cutting 
operations requiring a hammer 
action. 

In the Nos. 30, 32 and 34 hammers 
the action is developed by an os- 
cillating weight and spring as- 
sembly, the weight driven indirectly 
by a crank. The motor is mounted at 
right angles to the barrel and operates through a train of reducing gears. 





110 volt universal motor, operates on A.C. or D.C.; also available for 220 
or 250 volts on special orders. 


No. 30 Portable Electric Hammer 


Capacity—}2 in. in concrete or brick. 
Number of blows per minute—2700. 
Weight—net 534 Ibs., shipping weight 18 lbs. 
Overall length—127% in. 


Equipment—No. 22587 chuck-turning wrench, one 24024-45 in. Speed Bit, 
3-conductor cable and plug, trigger switch, tool retaining spring, drift key, 
carrying case and can of oil. 


Ne. 30—Code NG. Vo108 6 oe a i A es ee Each $100.00 


No. 32 Portable Electric Hammer 


Capacity—34 in. in concrete or brick. 
Number of blows per minute—2500. 
Weight—Net 934 lbs., shipping weight 22 Ibs. 
Overall length—145¢ in. 


Equipment—No. 22587 chuck-turning wrench, one No. 7162-5, in. star- 
drill, 3-conductor cable and plug, trigger switch, tool retaining spring, rift 
key, carrying case and can of oil. 


Mac 38 Code NG, V-108 | ; soo ee aS a eee wa Each $130.00 


No. 34 Portable Electric Hammer 


Capacity—11, in. in concrete or brick. 
Number of blows per minute—2300. 
Weight—Net 17 lbs., shipping weight 30 lbs. 
Overall length—173¢ in. 


Equipment—No. 22754 chuck-turning wrenches, one No. 7096-1 in. star- 
Grill, 3-conductor cable and plug, trigger switch, tool retaining spring, drift 
key, carrying case and can of oil. 


We. 34 —-Ce NG. 18 oe i eo eck ee kas Ss ie ed Each $160.00 
One in a shipping container 


Van Dorn electric hammers 
are completely self - contained 
units operated by universal mo- 
tors and requiring no transform- 
ers, rectifiers or other extra 
equipment. They greatly speed 
up any drilling or cutting opera- 
tions requiring a hammer action. 

Action is developed by an os- 
cillating weight and spring as- 
sembly, the weight driven in- 
directly by a crank. The motor 
is mounted at. right angles to the 
barrel and operates through a 
train of reducing gears. 





Capacity—2 in. in concrete or brick. 
Number of blows per minute—1950. 
Weight—Net 23 lbs., shipping weight 42 lbs. 
Overall length—2014 in. 


Equipment—No. 21726 turning handle, one No. 21946-1142 in. star-drill, 3- 
conductor cable and plug, trigger switch, tool retaining spring, carrying 
case and can of oil. 


Complete for all voltages. 


110 volt universal motor, operates on A.C. or D.C.; also available for 220 
or 250 volts on special orders. 


me ee—Cone. No, V-108) oe oink oe ER eS ah Each $195.00 
One in a shipping container 


ELECTRIC HAMMER TOOLS 
VAN DORN 
CHUCK WRENCHES AND TURNING HANDLES 


Si me chee he tei Resi 
ICRA TIO RGR ORS PILL! ODL LE LLL. EONAR 





Chuck Wrench Chuck Only 


The greatly increased hammer impact of Van Dorn hammers requires 
strong, well designed star drill chuck wrenches. Made of highest quality 
steel and carefully machined for accurate shank sizes and taper sockets. 
Turning handles are spline mounted to avoid rigidity that would. cause 
breakage and to prevent transmission of hammer blow vibration to operator. 


SHANK No.! 


SHANK No.2 


‘SHANK No.3 





SHANKS AND TAPERS 


To make ‘it easy to identify shanks and tapers for chuck wrenches and 
tools, we have established the following standards: 


SHANK No. 1—Straight, round shank 214” long, fits the nose piece of 
14” and 34” Hammers. Used on Chuck Wrenches Nos. 22587, 23806, and on 
tools that fit directly into these Hammers. 


SHANK No. 2—Straight, round shank 212” long, fits the nose piece of 
114” and 2” Hammers. Used on Chuck Wrenches Nos. 22749, 22754, Chuck 
No. 22510 and on tools which must turn freely in the nose piece. 


SHANK No. 3—Straight, hexagonal shank 214” long, fits the nose piece 
of 1144” and 2” Hammers. Used on hammer tools which do not rotate in the 
Hammer nose piece. 


TAPER “A”—Tapered shank on all star drills, speed-bits and diamond 
points in diameters up to 34” inclusive, fitting chuck wrenches Nos. 22587 
and 22749. 


TAPER “B’’—Tapered shank on all star drills in diameters 34” to 149” 
inclusive, fitting chuck wrenches Nos. 23806, 22754 and Chuck No. 22510. 


CHUCK WRENCHES AND TURNING HANDLES 





For Drill Sizes Shank Taper 
No. Docket 


mE | | | | ET 


22587 | Chuck Wrench up to 34” 1 A 16” to 34”| $4.50 
23806 | Chuck Wrench | 1146” and Over 1 B 34” 4.75 
22749 | Chuck Wrench up to 34” 2 A 114” 5.00 
22754 | Chuck Wrench 114,” to 114” 2 B 114” 5.75 
22510 Chuck Only 114g” to 114” 2 B 2” 5.00 
21726 | Turning Handle Over 114”* 58 ans 2” 2.75 





*Star Drills 114” and up are made with No. 2 Shank to fit directly into nose 
piece of 2” Hammer. Just below the shank is a square that accommodates 
the No. 21726 Turning Handle. 





Zee Fz Fv e<g Ham Er’ S 


HAMMER TOOLS 
VANDORN 
Speed Bits (Fig. A) 


Cut small holes in hard material at higher speed than Star Drills or Diamond Points. Easily and quickly sharpened. Priced in dozen lots only. Pack- 
aged six bits to a carton. Chuck Wrench No. 22587 used with 42” or 34” Hammers. 








Point Overall Price 


Numbers Diam. Length . Taper per Doz. 
23453 He” 3” A $6.00 
11363 1” 316” A 6.00 
11364 Me” 334” A 6.60 
11365 34” 4” A 6.60 
11366 Ye” 414” A 7.20 
24024 yy” 5” A 7.20 
11367 14” 9” A 7.80 
24025 %e6” 5” A 7.80 
11368 %e” 9” A 8.40 
24026 56” 5” A 7.80 
11369 56” 9” A 8.40 


2 EE as 
; Star Drills (Figs. B and C) 
Use Chuck Wrench or Turning Handle 
Foint Overall For 44” For 34” For1%” For 2” 





Nos. Diam. Length Shank Each** Hammer Hammer Hammer Hammer 
7167 14” 5” A $0.65 22587 22587 og a ie ee ee 
7168 54g” 5” A -70 22587 22587 pe Ree ie eres 
7160 36” 5” A -70 22587 22587 SSM Ses 
7169 Ag” 5” A 715 22587 22587 SeTi0F | ees 
7161 14” 9” A 15 22587 22587 rapt bos 
9364 16” 18” A 1.15 22587 22587 Braet ot as 
7170 %e” 9” A .80 22587* 22587 Wegagt ae 
7162 54” 9” A .80 22587* 22587 BO7EGe. | le, 
9372 56” 18” A 1.30 22587* 22587 STI oie 
7171 114g” 9” A 90 22587* 22587 22749} fas 
24673 1146” 9” B M 90 23806* 23806 Ply” an SRR Se 
7163 34” 9” A =| 90 22587* 22587 p,m Bag Mies eR 
9380 34” 18” A a 1.40 22587* 22587 eee game Remain ee et 
9382 34” 24” A - 1.80 22587* 22587 a ge eae ares 
23081 34” 9” B i = eae ie cae 23806 4, i Eien -eeneri 
23082 34” 18” B a > a Saibeaiea Oee 23806 3° SEN ibe oper 
23083 34/7 24” B = cP. Sekes) Spememieet cer 23806 tt, ey Bate aera 
7172 1346” 9” B Ee (itt gi ae ae 23806* 22754 225107 
7097 Th” 9” B 5 ee 23806* 22754 225107 
9388 7h" 18” B RRIF eotet 23806* 22754 225104 
9390 7h” 24” B aah ire een 23806* 22754 225107 
7173 1546” 9” B Pe ee 23806* 22754 22510+ 
7096 1” 9” BI Se 23806* 22754 22510+ 
9396 BS 18” B ee ES Sc. 23806* 22754 225107 
9398 1” 24” B Pee ba 23806* 22754 22510+ 
10751 114” 12” B pee - ob SS: 23806* 22754 225107 
10981 114” 24” B ot eet 23806* 22754 225107 
21942 114” 18” No. 2 Rae Se Se ee a 21726* 21726 
21943 114” 30” No. 2] % | DALSS OPE REI. agi tinecc tee: 21726* 21726 
21944 134” 18” No. 2| § AT ee 21726* 21726 
21945 136” 30” No. 2| & GIRS Rab Rear anea cerita 4 Neg Sea. 21726* 21726 
21946 114” 18” No. 2} || S06 ois ieee aa 21726* 21726 
21947 114” 30” No. 2) 2 EM s eebo  ee 21726* - 21726 
21948 134” 18” No. 20. 2 ee A eee 21726* 21726 

: 21949 134” 30” No. 2 § $5 NE ee en eS 21726* 21726 
21950 2” 18” No.2] (ARR AE MAEAEEE Sa mane CE oesreet 21726* 21726 
21951 a” 30” No. 2 OT ES. CRI Ce See eae Ma etree te 21726* 21726 
*These sizes beyond Hammer’s efficiency range. **Standard Package—6 to a box. 


*These sizes below limit which can be used without danger of excessive drill breakage. 


Bull-Point (Fig.D)—For demolition drilling. 


NO, wacek. 10° Jong; shank. No, 1 -(36": or: 346" Tiare y ors as a EAS UNE ES OOO E TN oe y eee ANP eNO dean wks he Oe RENE «enn ns ee met ae $1.65 
No. 23805 18” long; shank No. 1 (49” or 34” Hammer)...................-0.s00% We Par ee fe iiss ke wie Loa BATE ie oP Rd a ai BE Ee 9 Sse 2 ga Ce he oa ee 2.30 
iG, see 12" jong: shank No. 5 C116". OF. 27. EEMUTee) oo ein ice nine ee 0k ee en ate a Ho oF ae Fae Oe Role re CCE RO EC EN SU SURI NOS CHM + 26 SEINE SB ecb ce 60 SR Since 1.80 
oF. Oale 20” Jones shank No. 3 (136% Cir SY Emre) aoa 56a ee ae a ee oo aa wR oon bwin y 6: Sw ihn eT Oh CNS OS wo Coy eek SR eles ne 96 oer Ws 2.50 
Concrete Slotting Tool (Fig. E)—For slotting in concrete and breaking out “web” between star drill holes to break large openings in walls, etc. 

e10, Gein. 144" Dlade;-1144” long; No.1: shank. €46". 8.96% ERAGsiOre) oii ics oc a ev nw so Rw sc ve nie op PERE Fler cate te rs sele aiken Ce hese bob seN bey oe 3.60 
Pe. Soaks 156" blade; 18” long; No. 3 ehank. (116” Gc SY Tharvaeere) ons ais ck hk as Wk bin rye ho 05 80 R TA ES 0:60 1s Se R859 0505) TENE CE MME CRESS EN W EE RTO 4.30 
4-Point Scaling Tool (Fig. F)—For removing scale. ; . 

No. 17335 9” long; shank No. 1 (16” or 34” Hammer)...... eb d eh euy soe enb eR SN Cowes Ms a eeCN cing cin k paw ESN as 0 Uru See ey RERUN oP d NeW a ee eA Ys CHD Che one eve ee eee 2.25 
Scaling Chisels (Fig. G)—For removing scale and weld spatter. ; 

No. 12446 114” blade; 9” long; No. 1 shank 12” Ct ie: ye raf Inge eae meee Mea cep amps Re eee Po CUBES RT OO PON he ey RUN ER ST OT ee ee Co Dee ee eee Ca ee 2.15 
Pi, E1528 . 154" Diade: 9” long; Na. 1 shank (16% or 54% Eatery sci 6S ca ic Aaa SVR ie ODOR Os ME ea Dok eos 0h eae Eade by ea nF MO ee ees 6 2.25 
ie. Ataae a” panes 8” Jong: No.1 shank (46° or. 4° Hames kis ai a a Ea a ae One SURO ER Os CARES a cyte hee CROD oSav eo eo ek ERS 2.35 
No. 12401 144” blade: 12” long; No. 3 shank (114” or 2” PEE So 5s aw a Ea ae ei ic i Fee WE Fini pee Rk NET Oe So 0 oh EEUS Oe hie bos OW Se RGR ' 2.40 
poy eeeee a wane: 12” long: No; 3 shank (146" of St Heme as oo ces kn ae er BE ORE Rb a BE eee ie PRs Fee eos ee US ENY Cb os bee eRs 2.50 
No. 22887 246” plade; gS” long; No.3 shank (136" ox: 2" Eames) eos se ee a a se Fen GBA SRW ERE F Reps tie Hw OPES RS Coote Ray 08 wy Hono eRe 4.25 
Cold Chisels (Fig H)—For chipping ,edging, channeling. 

au aneee 656" Geece: 6” long: No; 1 dake: (36° or 36° Bammer)... eo 5 ooo Cais ev oe oo hw a wd Oe PN DD aad we be 6 cae bikes es Gee ss ee etal se eebans 1.50 
No. 7095 1%" blade; 9” long; No. 3 shank (114” or ‘O” bE cea Pp memP ape E NNER cals Por sen LS NST cig a akan RE UU Nay a nT ny re he OP ME ay ere wee © oh Senor eter iors eS | | ge 1.75 
Satt. We” Sey we” MORNS: Dac, SB wrammes CTIG i BY Beane) oie ss a ee ae a Few A OW REA Deh ee hee nab CdS BHe clock BERS Cee ¥e CUM eNS SOE 2.50 
Flat Wood Chisels (Fig. 1)—For wood gouging and shaping. 

Pn wee a ees oO Lote ING, B Saar C1SG" Or BX EAMG) 56 6 acnis oo 5 5 5 os aw he dn ie a ce ee OO Fee MRAS Dee SMO ED Sh be SON DMR Nahe EER Akash e oe ed peateS 3.75 
Bushing Tool (Fig. J)—For surfacing concrete. 

ROO meee NEES TNs 2 WRN US SG ETTTTRE Yio es asi 55s a a ee ee arc en We ESS SEM ook eins Ae Reno nk Rae Gee ee ne Ea een 6.25 
No. 9040 9” long; No. 3 shank (116” or 2” Hammer)... ccc ccc teccsscvcenccunectes Arie Pe MAE ao OR o CRM aS Fe EER SEAN ERE TINO SI ENS 6 ESE ECR 6.25 
No. 10684 Bushing Head Only.:........5...00 cece cee eee Pa Narre rae Or gop Se a Sr 3 MTR Se) Dich) I Renter gy nee we PT eT EN wR pT eee uta e Wea AL 
Seam Tool (Fig. K)—Cleans out old mortar between bricks or masonry. 

i eee ee On: NO. 2 hank Ca or SOF eamamee a a as es a nos cs bee HN a we oN s ba eee cen Rae peewee RSS 2.25 
No. 9035 9” long; No. 3 shank (11%” or o” PAITNIOE Fs ao i 5 Si EV eee a ee es TR htateE at Gia Geek Wace Wace edie Was in bMS Sb wk DE My BOT saa cw in hye eine =O eel Se 2.35 
Tool Blanks—Can be forged into any special shapes. 

Pat Babee 2” SOD: TOD. F aimee 55" Oe Sa IU as AS i a was 5 5 ahs as oy les oe A em 4 ER a hs ee eR he ea SE uae Rate tee ae eee tis 1.15 
aro. ter. 32” long; Bo. 3 siamese (348 Or SR arn ys kei oe eS wah 0 ae bac w & Delp GN By ROH cee LU MELEE RD PERT Re Poa Meee EROS EAS yas es coh Mean e eae eae eee ESS 1.25 
Paper Stripping Chisels—For breaking apart stacks of paper or cardboard partinity cut through by dies. 

PO, sees? tu". Cosel Se. long: NO. 1 Mate Cie" O8- 46": Mamie) 6. es ae hi iw Ea Sh ea a OOO Oa EN hy sete U yea De eRe ie aa Vee Sh OR a EERNS 2.75 
iGs: sete. 2 Creel Se long: Nat shank (20% ce SA" Fier) iis ic 5 Ae ek a aie a Ss a Os Ke ne gE wean gp ew neo NS eee Ee ed 3.00 


Six in a Box 





al 


wits 















No. 22800 14” Male; 12” Female 
No. 22801 5” Male; 14” Female.......... SPs oo is 3 CES Ra 4) Pay a ee eer oe ee ane ee nies iy eh ee a ete 
No. 22802 14” Male; 3%” Female 
DEC BROS 1 ee a a a ia FTES Fee seer cee a Seca nein ons Sebi Tee howe e pede sess ree 
SCREW-DRIVER ACCESSORIES 
VAN DORN 
ce STANDARD SCREW-DRIVER BITS with 4” Hex. Shanks—for Torsimeters and Scruguns 
i mE ee mt, | Sa 
i Screw Types and Sizes _—." Assem, en 
Nos. 2, 3 Wood 11, 
: No. 2 Machine (except Filister) 
Q No. 3 Machine | 23/4, 
wee aad y No. 2 Sheet Metal 
Finder 9 No. 4 Filister 
| Nos. 4, 5, 6, 7 Wood 114 
No. 4 Machine (except Filister) 
Nos. 5, 6 Machine 23/4, 17690** $1.55 
Nos. 4, 5 Sheet Metal HA 22111 1.90 
No. 6 Sheet Metal (except Stove) 
Nos. 8, 9 Wood 1 
No. 6 Stove 
Nos. 7, 8 Sheet Metal A, -13356** 1.55 
No. 8 Machine 514 13469 1.90 
No. 10 Filister 
Nos. 10, 11 Wood 1y4, 
No. 10 Sheet Metal 23/4, 
No. 10 Machine (except Filister) 234, 18593** 1.65 
No. 12 Filister Z 
. No. 12 Wood 114, eae a: 
Bit No. 12 Sheet Metal 234, 21731** 1.75 


Extra Long 
Bit and Finder 


WRENCH TOOLS 
VAN DORN 
SOCKET WRENCHES 


14” Hexagon Shank—for Torsimeters and Scruguns. 
Ag” Hexagon Shank—for Nos. V53 and V54 Drivers. 
54” Hexagon Shank—for 52”, 7%” and 1” Nut Runners. 


socket; “Female” is drive opening to fit drive-square of shank. 





eT Se ea SO A i ie a ort, er a STE RN > POD re Ree at oe eM RIE Nat DO he lh aca i aaa dint Beal ta 


SS SR Rp ES Seige S Cote ory atten Sarat - er tea Sie ak ec Sd co ae ha 





COMPLETE RANGE of sizes, for use on all Screw Drivers and Nut Runners. Sockets are interchangeable on separ- 
able drive-shanks. Shank sizes fit Screw Drivers as follows: | 


= “Socket size” indicates opening to fit nut or bolt to be driven; available in hexagon or double-square openings. 
Drive opening” in socket fits corresponding “drive square’ on shank; match these sizes when ordering. 





SOCKETS SHANKS 
Socket Drive Os. Nos. Shank Sonate Overall 
Size Be 
ee Os eae ee Each ‘Square Each = in as va Nos. Each 
aA AVA 20512 $0.70 20519 $0.85 
ho 4 20513 — . eaal Wesgae so Baler Saree 
6 VA 20514 -40 20520 85 / 
yo A 20515 ty Sas. GR ree VA \%, 2 20510 $1.00 
3% Vy 20516 70 20522 85 A A 6 20511 1.50 
Ae y, 20517 -40 20546 85 
% A 20518 o40 22915 -90 
%e 4 22917 See Rs rs ae 
y, 3% 22762 75 22763 1.00 Ae 3% 23/4, 22792 1.50 
46 3% 22764 Py f° 22765 1.00 TAs 3% 5 22793 1.85 
3% % 22766 45 22767 1.00 
Ag % 22768 15 22769 1.00 
% % 22770 By f 22771 1.00 
%e6 % 22772 45 22773 1.00 
58 % 22774 245 22775 1.00 Ag % 234, 22794 2.00 
lig 1% 22776 By i 22777 1.00 Ag % 5 22795 2.25 
34 % 22778 1.00 22779 1.30 5g % 3 22796 2.25 
134 ¢ % 22780 1.00 22781 1.30 5g 1% 5 22797 2.50 
TR % 22782 1.00 22783 1.50 
1546 % 22784 1.25 22785 1.60 
1 % 22786 1.35 22787 1.75 
1l4e 5% 22788 2.00 22789 2.50 
1144 5% 22790 2.25 22791 2.49 
1346 58 23298 3.50 23297 5.50 
114 58 23300 3.50 23299 5.50 58 3 22798 2.75 
146 5g 23302 4.00 23301 6.00 5f 5 22799 3.00 
134 5g 23304. 4.50 23303 6.50 
liA¢ 23306 5.00 23305 7.00 
1% 23308 5.00 23307 7.00 
154 Be 25943 Bh ! ae Seay a ai Secale 
ADAPTORS Used to adapt larger size sockets to smaller size shanks. “Male” is drive-square to fit drive opening of 


ES | SS | 


a EES a rwes" er | er ES | TT 


SCC RAS ee eee ee ce cca ee ee eR a cer IT IN Te Oe a 2 ems ns Ey 


No. 12 Machine (except Filister) 


18051** 
22396** 


17688** 
22108 


13207** 


13353** 
13470 


15475** 
23494** 
18594** 


21730** 


18050} 
204821 
22397} 
239794 


15588+ 
5103 
5103 


132091 
16529+ 
5105 
5105 


15469 
23493t 
51075 


16773¢ 
5109% 


—— 


| cS S| 


———— $< | 


4,” Filister 
One-Gross | Four-Gross 
Lot, Each | Lot, Each 


tUsed with Scrugun only. 
yUsed with Torsimeter and 90° heads. 
*All lengths shown are the projecting lengths, 


from chuck to end of bit; they do not indicate 
overall lengths. 


**Quantity Prices—Standard Bits and Bit-and- Each | Six Bach 
Finder Assemblies in this group when marked $0.70 $0.55 
thus (**), are packed and stocked in boxes of six. 80 65 
We recommend ordering in standard packages 90 70 
or multiples thereof and offer special quantity 1.00 "80 
prices which apply on designated quantities, all 
of one size only. — vas Ape 

1.65 1.30 
1.75 1.40 


144 Gro 
Lot, Ea 


re |e | 


— 


$0.40 
45 
50 
55 
60 
85 
90 
1.00 














SCREW-DRIVER ACCESSORIES 


VAN DORN 





Bit Without Finder | Bit With Finder 


STANDARD SCREW-DRIVER BITS with 7.6” Hex. Shanks—for No. V53 and No. V54 Drivers. 
eee ee 








Bit and 
even Tyres aud tone anaes winder Each Only Each rains Each 
Nine A 
Nos. 4, 5, 6, 7 Wood 21,” 5345 $1.55 5104 $0.90 ) | 
No. 4 Machine (except Filister) a” 15085 2.05 15049 1.40 
Nos. 5, 6 Machine 6” 15086 2.15 15050 1.50 \ 5103 $0.60 
Nos. 4, 5 Sheet Metal 8” 15087 2.25 15051 1.60 
No.6 Sheet Metal (except Stove) J |_10” __ 15088 2.35 15052 i] 
Nos. 8, 9 Wood 214” 5346** 1.55 5106** 90 ) 
No. 6 Stove’ 4” 15089 2.05 15053 1.40 | 
No. 7, 8 Sheet Metal 6” 15090 2.15 15054 1.50 \ 5105 .60 
No. 8 Machine 8” 15091 2.25 15055 1.60 | 
pete Mane gs Je Se 15092 2.35 15056 |. __—i1.70 
No. 10, 11 Wood Biss 2s ages a eee i ee Ramey "ae .90 ) 
No. 10 Sheet Metal 4” 15093 2.05 15057 1.40 | 
No. 10 Machine (except Filister) 6” 15094 2.15 15058 1.50 ‘ 5107 60 
No. 12 Filister 8” 15095 2.25 15059 1.60 
BRIE Ta GENE, Cae gees Roe ieee te een Te 10” 15096 2.35 15060 BE A ee ae 
No. 12 Wood Geos. AEs eearges es eae Sees ered 3 a 90 
No. 12 Sheet Metal 4” 15097 2.05 15061 1.40 
No. 12 Machine (except Filister) 6” 15098 2.15 15062 1.50 5109 60 
%4” Filister 8” 15099 2.25 15063 1.60 | 
ROSS LOE TA SRA RRL im IY Ae se 10” 15100 2.35 15064 Ren Ae) ae ie SBA meray 
No. 14 Wood 214” 5344s 1.55 5112%* .90 7} 
No. 14 Sheet Metal 4” 15101 2.05 15065 1.40 | 
%” Machine (except Filister) 6” 15102 2.15 15066 1.50 Leis -60 
8” 15103 2.25 15067 1.60 | 
eae is So Mente rene Os 10” 15104 2.35 15068 1.70 
No. 16 Wood : 214” es ee ee es 5114** .90 . 
Me” Filister 4” 15105 2.05 15069 1.40 
6” 15106 2.15 15070 1.50 5113 .60 
8” 15107 2.25. 15071 1.60 | 
Eo OS eo PORE ET ein ae RE he or oe 10” 15108 2.35 «15072 1.70 
No. 18 Wood ey Qe ete eR Ce UREA See: 95 ) | 
%e Sheet Metal { 4” 15109 2.30 15073 1.45 | 
6” 15110 2.40 15074 1.55 | 5115 80 
8” 15111 2.50 15075 1.65 
10” 15112 2.60 15076 1.75 
54g” Machine (except Filister) 234” 5366 1.90 5118 1.00 
No. 20 Wood 4” 15113 2.40 15077 1.50 
34” Filister 6” 15114 2.50 15078 1.60 \ 5117 85 
8” 15115 2.60 15079 1.70 | 
10” 15116 2.70 15080 1.80 | 
No. 24 Wood r: 234” Sele: t 2 eee 5120 1.10 
§%” Machine (except Filister) { 4” 15117 2.75 15081 1.60 | 
6” 15118 2.85 15082 1.70 5119 1.10 
8” 15119 2.95 15083 1.80 
10” 15120 3.05 15084 1.90 
Bit Only, Without Finder 
*All lengths shown are the projecting lengths, from chuck to end of Four-Gross 
bit; they do not indicate overall lengths. = 





**Quantity Prices—All Standard Bits and Bit-and-Finder Assemblies in $0.90 90.60 th 
this group are packed and stocked in boxes of six. We recommend order- 
ing in standard packages or multiples thereof and offer special quantity 


prices which apply on designated quantities, all of one size only. Bit-and-Finder Assembly 










One-Gross 


1.00 


Lot, Each 


a + ee 


0.85 





ADAPTORS 


To use Screwdriver Bits and Socket Wrenches with 7%,” hex. shanks in the 5%”, 7%”, and 1” Nut Runners, an Adaptor is necessary to reduce the Chuck 
capacity from 5%” to %_”. 


No. 24880 5¢”to %c” Bit Adaptor............ © .. pa oe ae Gane Be OE oa Ue ee a eal ee Ree eek Ses pee ee ee ve eS Each $3.25 
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For Scruguns and Torsimeters 


SCREW-DRIVER ACCESSORIES 


VAN DORN 





For Nos. V53 and V54 Screw Drivers 


SCREW DRIVER BITS FOR PHILLIPS HEAD SCREWS 
(For Scrugun, Torsimeter, Nos. V53 and V54 Drivers) 


A SPECIAL bit is required for driving the Phillips Head Screw, which has a cross form slot of the conventional slot and four different slot sizes designated 
as Nos. 1, 2, 3 and 4. Several screw sizes are covered by one slot size; see Table No. 1. Bits available for Van Dorn Screw Drivers are listed in Table No. 2. 























Type of Screw 


Wood Screws 


Stove Bolts 


Machine 
Screws 


Sheet Metal 


Screws 


Slot Size 


No. 1 
44” hex. 
shank 
No. 1 
74g” hex. 
shank ¢« 
No. 2 
44” hex. 
shank 


\ 
§ 
No. 2 
{ 746” hex. 
) shank 
No. 3 
¥,” hex. | 
shank { 
No. 3 
746” hex. 
shank 
No. 4 
746” hex. 
shank 


Flat and 
Oval Head 


Round Head 


Slot No. 1 
No. 4 and 
Smaller 


No. 4 and 
Smaller 


Table No. 1 


Slot No. 2 
No. 5 to 
No. 9 


No. 5 to 
No. 10 


Slot No. 3 
No. 10 to 
No. 16 


No. 11 to 
No. 16 


I 
— 


Flat, Oval and 
Oven Head 


Round Head 


Flat, Oval and 
Binding Head 
Round and 
Filister Head 


Truss Head 


Flat, Round 
Oval, Binding 
and Stove 
Head 


Smaller 
No. 4 and 
Smaller 


No. 5 and 
Smaller 


No. 4 and 
Smaller 


Unit Used 
With 


So” and %._” 


; Sho” and Ke” 


No. 5 to 
No. 10 
No. 5 to 
No. 10 
No. 6 to 
No. 10 


No. 5 to 
No. 10 


Table No. 2 


Yj,” 


yy,” and 546” 


No. 12 and 
Yi,” 


No. 12 and 
No. 14 





Price Each 


14-Gross 
Lot* 


$0.55 


(Lf AR TS a EE 
| | 


Torsimeter 
and Scrugun 


























| | COLDTNGCIZI ee 


Nos. 14 and 
18 S. D. 


075 


i | | |. 


Torsimeter 
and Scrugun 


Oe 
a i | ce | 


Nos. 14 and 
18S. D. 


reenactment; | ets | | | eee 


Torsimeter 
and Scrugun 


eee | ee | | LL! 


Nos. 14 and 
18 S. D. 


a | | | LLLLPCPELLLTC 


Nos. 14 and 
18 S. D. 


*Quantity prices apply only on designated quantities of one size. 
4” hex. shank bits have a projecting length (from chuck to bit end) of 11”. 
wAg’” hex. shank bits have a projecting length (from chuck to bit end) of 242”. 





BIT EXTENSIONS 


VAN DORN 





Slot No. 4 
No. 18 to 
No. 24 
No. 18 to 
No. 24 
546” to 1” 
34” and 1,” 
546” to 14” 
34” and 1,” 
546” to 14” 
1-Gross 4-Gross 
7 
$0.48 $0.42 
-70 65 
48 42 
70 .65 
48 42 
-70 65 
-70 65 


Screw driver bit extensions are available in various lengths, with 14 in. to 7%. in. shank to fit torsimeter, scrugun or screw driver chuck, and a chuck socket 
to take standard bits and socket wrenches. These extensions greatly reduce bit replacement costs, where long bits are needed. 


Nos. 


S46 whee 0 200 08-e Je eee, @ 8 ee ey ee -e ee! eo: lela: '@ wel eee) ee Re Ce rGr eam Reese <6 Se 6) AR OO EOL Re Oe 8 OOO OO GO 2D 


6 ee ee Oe See & C'S UD aS Oe Oe SL Ore wee OOS Sy ee Oe ee) (S68 Oe OUR Ne Sa SUI Se) Ce SS OS 8 O28 Se 


6 3.0.0 « @ 8.6 © 6 8 6 8 6 6 6 6 0.0 8 0 6.6 0 5.0 © 4 6 8 @ © 02.10 8) @ 678 6 8 Gye See's 8 6) eS) SO \e. 0 a Ceewe wie oS ee 8S 


ew ete ee ee ee ee) O68 16.02 eee eee Nee ee Roe ee eer ee me 6 om © | Wr tee eee Ob le OOO Oe KOH GOD. CO Eee OO Oar S 


Oe! ee ee eet Cee © je BRO a Sere el So aw) O- Cote eo” 0 OW era eh ee a ae ee) Ee SR Oke BOO. SLO Oe OLR. OG) Sies He Ae. ee 


eee ee wow ee © oe. 6 ee ee ee Se werk eo Cat eR We or, 6.8 O 8 ea ee eS ye eee a AS a Le ee ae Cee) SS Oe ROR EO eee 


©) Oe aaa re. ee 6 LO 6 OO AYES Oe! WL iS- 6. Oe Bal ae OCR OL Oe. a) O16 2 1S Or ORS ee COUR C) Ale. £8 eae 6S eRe es SE Eee Oe 


Be: eo ae eee 8 6 ce. 8S 108 CO ae ae SS S82) 8 Pe a 6S e638. Oe We Dh PS se Oe O18 eA CO Se OAS OO) BD 18 OF 8S Fee 


Packed as ordered 


Shank Size, In. 


SESE SS 


Ae 


Ag 
VAG 


6 


Each 
$1.80 


1.80 
1,90 
1.90 
1.65 
1.80 
1,95 
2.15 





Fhe 


VAN DORN HOLE SAWS 








Van Dorn hole saws will cut clean, round holes in any material a hacksaw will cut. They can be used 
with any drill or spindle equipped with a correct chucking device, but the power and speed of the spindle 
will govern the size hole saw to be used and the results obtained. 


We suggest the following limits on Van Dorn drills: 


On 46: in. low speed Hol@ut.. «. i... coviwss $0 tant ewen eeu not larger than 14% in. hole saw 
On: Se 2: Standard Grail... 30505555 ik eh ev oe eee not larger than 144 in. hole saw 
On 44 in. Junior and 44 in. Standard...........5........-. not larger than 344 in. hole saw 


Hole saws are available in three types: Coarse tooth tungsten steel for wood, fibre, bakelite, cast 
iron and all thick, coarse materials; fine tooth tungsten steel for sheet metal, steel, porcelain and all thin 
or sheet materials; high speed steel for hard alloys and for longer service on production work. Hole 
saws are interchangeable on mandrels as indicated in the table below; each mandrel includes a pilot drill 
which centers the hole saw and keeps the cutting concentric. Standard hole saws have approximately 
34 in. depth of cut. 


Saw -————Mandrels—____, For 
Size, -———Tungsten Steel Saws Only———_, High-Speed Saws For 4, 4g For 4 In. For Pipe 
Outside Fine Coarse ———__Only____, or 3g In. or Larger Conduit Tap 
Diam. Tooth, Tooth, Each, Each, Electric Drills Electric Sizes Sizes 
In. Nos. Nos. Saw Only Nos, Saw Only Nos. Nos. In. In. 
34 16882 14906 $0.55 21747 $1.28 22181 14903 % 
¥ 16883 14908 Oo 21748 1.28 22181 14903 WE ee 
he eee eh. 55 21749 1.28 22181 14903 ae %, 
1 16884 14910 Bit) 21771 1.28 22181 14903 eee 
1% 16885 14912 42 21772 1.28 22181 14903 %, ‘ 
1346 17678 17679 42 21773 1.28 22182 14904 ots 1 
14 16886 14911 42 21781 1.28 22182 14904 F 
1% 16887 14913 42 21782 1.28 22182 14904 1 oan 
1% 16888 14914 t2 21783 1.28 22182 14904 =o 1% 
15% 18889 14915 85 21784 ice ayes 14904 oa was 
134 16890 14916 85 21785 Mee oS SS aniee 14904 1% 1% 
1% 16891 14917 85 21786 Bal@: = 35 wee 14904 Ape 
2 16892 14918 1.02 21787 176 enews 14904 1% 
214, 16893 14919 1.02 21788 2.26 Sere 18028 =. 
214 16894 14920 1.02 21789 3 Seer te 18028 vas ‘ 
214 16895 14922 1.20 21790 See a 18028 eae 2 
234 16896 14921 1.20 21791 2.26 sale Hi 18028 ‘ 
214 16897 14923 1.20 21792 Rae SoS baw ed 18028 2 
254 16898 14924 1.28 21793 Bee es Aes be 18028 Les es 
23/4 16899 14925 1.28 21794 Wee 8 Ni owas 18028 fea 2, 
2% 16900 14927 1.28 21795 eS rr 18028 eae re 
3 16901 14926 1.40 21796 Bae RS ase 18028 242 
314 16902 14930 1.40 21797 ae: or ee ewe 18028 a oti 
314 16903 14929 1.40 21798 Fee re GAP 18028 an 3 
314 16904 14928 1.40 21799 wae es 18028 3 
4 16905 14932 1.70 21800 Sa ae eeewe 18028 3% 
One in a Box 


VAN DORN MANDRELS AND PILOT DRILLS 





Mandrels for 4, %,g and % In. Drills 


No. 22181—Mandrel with pilot drill (to fit % to 1%. in. hole saws)................... Each $1.65 
No. 22182—Mandrel with pilot drill (to fit 114 to 1144 in. hole saws)................... Each 1.70 


No. 22192—Pilot drill only, for above mandrels............ccccccccce coccceeccuccece Each _—«.40 


Mandrels for % In. and Larger Drills 


No. 14903—Mandrel with pilot drill (to fit % to 13%, in. hole saws)................... Each $1.65 

No. 14904—Mandrel with pilot drill (to fit 14%, to1% in. hole saws)................... Each 1.70 

No. 18028—Mandrel with pilot drill (to fit2 to4 in. holesaws)................... Each 1.95 

No. 14935—Pilot drill only, for above mandrels.................cc000 ceeeevecccveces Each _ .40 
One in a Box 
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HACK SAW BLADES 
BARNES TUNGSTEN STEEL 





ALL HARD HAND BLADES—.025 OR 23 GA. 


For the skilled mechanic for use on exception- 
ally hard material. | 


14 Teeth Per Inch 


TOS ks cee a 5 Ro ERS Kee Re H1214 

EAMG 1s EG ks ks veSs ve ences eee 12 

WW RS ee iis Cia es Se TES 

Pe 10S ee eee a et ee SS $9.60 
18 Teeth Per Inch 

NOG SORE. 3k ARE OSS 35S H1018 #H1218 

EMOGY 2th 5 vs ve Sees ayaa es 10 12 

Wesel 00 i cs ec eee sae Yi, If, 

Par 100 oe Sai OS $8.00 9.60 
24 Teeth Per Inch 

EO oe er ak ae Rees H1024 #1224 

Boe V4 1 TR 1 NEG pm ae nae 10 12 

Witth, 1. gsi. ae etek YY, Y, 

POP 200) so RS as tS $8.00 9.60 
32 Teeth Per Inch 

DROSS 55.0S cx Soe a eet H1032 H1232 

Length its. d.483 eo as 10 12 

Wit, 8s 5 at deen eee % i 

Per 100: << 3.3.54 Megs Dh es pe $8.00 9.60 


Ten in a Package, 100 in a Box 


FLEXIBLE BACK HAND BLADES 
025 OR 23 GA. 

Hardened and tempered on the cutting edge 
only with flexible or soft back, for work where 
a blade is subjected to unusual liability of 
breakage. 

14 Teeth Per Inch 


OG ias so os echeae we se bene P Ae F1214 
Ra A 6 ik oc we os aos See 12 
WH RUA, ils Ves hos oo Oe he Rees FAR cS yf, 
POP BOs 6 eo oe Peas weer cie PEO $9.60 
18 Teeth Per Inch 
DUS is 2 Sicsy Se bE S ha Sek ROR F1018 F1218 
RRR Sle ves ca cea eo che 10 12 
iG he * RS aR eee ces, ea i, WY, 
EE PAN a eis k hed GRADS ASE $8.00 9.60 
24 Teeth Per Inch 
POs a ink 6 eee as 6564 oes F1024 ¥F1224 
TCT Be sins Ses oo he ka 10 12 
We RURORs Sha Se 3 has ks on wee ot % i, 
Pee 200 cits AEA A $8.00 9.60 
32 Teeth Per Inch 
PR ae esis SSC Lea k* bans “F1032 ¥F1232 
Berrie, | Wh ss inant cens newest 10 12 
We dE, Bhs CA oa ees Vee’ Vf, VY, 
Wer S00. os ka oc bee eo aes $8.00 9.60. 


Ten in a Package, 100 in a Box 


No. 600 BARNES HAND 





These blades are made for and recommended 
only for cutting thin section material such as 
tubing, sheet steel, pipe, conduit, angles, wind- 
shield frames, strip material, etc. They are heat 
treated to withstand the abuse as no other blade 
will for this class of work. Do not use on tool 
steel. 


HAND SIZE ONLY—.025 OR 23 GA. 
18 Teeth Per Inch 


pS pirate hak < dete ae omen pram Go 61018 61218 
TP TS os ahs hv ees eee 10 12 
SE MIG Sha sacks P4405 0a Rees yf, If, 
Pe BOO hs eo PR eee $8.00 9.60 
24 Teeth Per Inch 

PEM An Se ees veh 08 HO 3S ASRO 61024 61224 
EMT BN css 5 aa wees 10 12 
Wy ee A eee os ane ee Y%, Yy- 
AEE oa a cd 6 Re ee $8.00 9.60 


Ten in a Package, 100 in a Box 


NOTE—AIl above blades are Raker set on 14-18 
teeth, Wavy set on 24-32 teeth blades. 


in 
mae Pts 





223 





WISSOTA 





A Compact, Practical, Well Designed Tool 
Grinder Unit. 


100% Accessibility to grinding wheels. 


Heavy Duty 4% H.P. motor, 115 V., 60 cycle, 
1,750 R.P.M. Wheel speed 2,500 R.P.M.—adjust- 
able to higher or lower speeds. 


Grinder head: grinder shaft, 17” long, 34” di- 
ameter, 58” threaded ends. R. H. and L. H. 
Height of shaft center to bench, 512”. Wide 
wheel spread. 


Pressure type grease fittings on grinder head. 
Grinding wheels: Sickle cone, 512” x 312” x 59”; 
tool wheel, 6” x 1” x 59”. 


One Wissota roller slide sickle holder. One 
wheel guard and tool rest for tool wheel. 


Grooved pulley for V belt on motor shaft and 
V belt pulley on grinder shaft. 


One 145” V belt. 


: One approved cord and plug assembled to mo- 
or. 


; One approved toggle switch assembled to mo- 
or. 


Weight complete with motor, 58 lbs. 


PE BN og ee eee Each $51.00 
One in a Shipping Container 


is H.P. motor, 115 V., 60-cycle, 1,750 R.P.M. 
Wheel speed 2,500 R.P.M. adjustable to higher or 
lower speeds. 

Grinding wheels: Sickle cone, 7” x 314” x 56”; 
tool wheel, 7” x 1” x 4%”. Sickle holder and all 
other specifications same as M5é6S. 


Weight complete with motor, 65 lbs. 
No. M7S 


Deeg ie ne Capee ae ene Each $57.00 
One in a Shipping Container 





A_ Compact, Practical Tool Grinder Unit. 
100% Accessibility to grinding wheels. Tough, 
hard to handle grinding jobs are easy on Wis- 
Sota’s new electric tool grinder. Big and Husky 
—accurately constructed—attractive, streamlined 
appearance. 


Heavy Duty 144 H.P. Motor 115-V., 60-Cycle, 
1,750 R.P.M. Wheel speed 2,500 R.P.M. adjustable 
to higher or lower speeds. 


Grinder head: grinder shaft, 17” long, 34” di- 
ameter, 53” threaded ends, R.H. and L.H. Height 
of shaft center to bench, 514”. 


Pressure type grease fittings on grinder head. 
Two abrasive wheels, 6” x 1” x 5g”, medium and 
coarse grit. 


Two wheel guards and adjustable tool rests. 
Weight complete with motor 50 lbs. 


IEG MEO ON Cre pe eee 8 es Each $47.50 
One in a Shipping Container 


14 H.P. Motor, 115-V., 60-cycle, 1,750 R.P.M. 
Wheel speed 2,500 R.P.M. Adjustable to higher or 
lower speeds. 


Two abrasive wheels, 7” x 1” x 5g”, medium 
and coarse grit. 


Other specifications same as M66G. 
Weight complete 60 lbs. 


ING, BET TG st, se eae ee Each $54.00 
One in a Shipping Container 


ELECTRIC GRINDERS 


STANDARD 


Cast iron base, end bells and wheel guards. 
Full powered motor, totally enclosed construc- 
tion. Ball bearing shaft bearings. All 1 H.P. and 
smaller have toggle switch in base. Adjustable 
tool rests. 






14 H.P. motor, 3600 R.P.M. Open side wheel 
guards. 11 in. between wheels. Base 6x8 in. 
6x34x14 in. grinding wheels, one fine, one coarse. 


110 volt, 60 cycle, A.C. 
Nov BBA (26 eh erie ee! a Each $39.75 


ey Pay DoS 


% H.P. motor, 3600 R.P.M. Closed type wheel 
guards adjustable for wheel wear. 16 in. be- 
tween wheels. Base 9x10 in. Wheels 7x34x1% in., 
one fine, one coarse. 


110 volt, 60 cycle, A.C. 


No. 6BAS4—Without eye shields Each $58.00 
Bye Swiele 26. se. Per pair $3.00 





16 H.P., 3600 R.P.M. Closed type ee guards 
adjustable for wheel wear. 1615 tin. between 
wheels. Base 9x10 in. Wheels 8x1x5% in., one fine, 
one coarse. 

110 volt, 60 cycle, A.C. 


NO, SBAS oe aes ee ee eee Each $85.00 


VAN DORN BENCH 
6 Inch Standard 





A im i well balanced bench grinder for 
practical shop use. Frame made of aluminum die 
casting, finished in brilliant aluminum. Rotor 
and wheel = (gio mounted on full size bearings, 
with special protective sleeves covering these 
bearings to keep out abrasive dust and dirt. 
Wheel guards are cast integral with motor 
bushings for greater clearance and provide 
ample room for use of wire wheel brushes. 
Sturdy, full size tool rests are firmly locked in 
base grooves with wing nuts and easily adjusted 
to compensate for wheel wear. 


Specifications—14 H.P., 50-€0 cycle, 110 volt 
A.C. motor. No load speed 3600 R.P.M. Overall 
spindle length 1214 in. Height 10 in. Height to 
center of spindle line 515 in. Wheel size 6x5¢x16 
in. 


Standard equipment—3 conductor cable and 
plug, third wire for grounding. Toggle switch 
in base, carrying handle, four rubber feet, two 
wheel guards, two tool rests, two grinding 
wheels, one medium and one fine. 

110 volt, 50-60 cycle, A.C., single phase. 


Pe NOG 8.2 Se ieee Each $38.00 


_NOTE—Can be supplied for all standard A.C. 
Single phase voltages. Weight 3214 Ibs. 


All Above One in a Shipping Container 


_ Switch supplied. Carryin 


VAN DORN 
6-Inch Heavy Duty Ball Bearing 





A full-powered grinder for bench and pedestal 
use at a price that will make it available to 
many shops for tool sharpening, wire brushing, 
polishing, buffing and general shop work. 


aes enclosed wheel guards and ad- 
justable tool rests. End covers are removable for 
changing wheels. Guards are drilled and tapped 
for mounting eye shields. Grease-sealed ball 
bearings near end of spindle insure smooth op- 
eration. 


Specifications—!4 H.P., 50-€0 cycle, 110 volt, 
A.C. motor. No load speed 3600 R.P.M. Overall 
spindle length 15 in. Height i1 in., height to 
center of line spindle 614 in. Wheel size 6x34x}42 
in. 

Standard equipment—3 conductor cable and 
plug. third wire for grounding. Toggle switch 
in base, carrying handle, rubber feet, two en- 
closed wheel guards with adjustable tool rests, 
two 6 in. grinding wheels, one medium and one 
fine. 


110 volt, 50-60 cycle, A.C., single phase. 


PRO OE oe ek Se ae Each $58.00 


NOTE—Can be supplied for other single phase 
A.C. voltages. Weight 45 Ibs. 


One in a Shipping Container 


8-Inch Ball Bearing 





A full 144 H.P. motor of constant speed type, 
providing abundant power. Especially adapted 
to polishing, buffing and wire brushing opera- 
tions. Wheel guards comply with all safety regu- 
lations, being fully enclosed and equipped with 
tool rests and spark shields. Guards are drilled 
and tapped for eye shields, supplied at small ex- 
tra cost. Full size ball bearings. 


Specifications—14 H.P., 60 cycle, 110 volt A.C. 
motor. No load speed 3600 R.P.M. Overall spindle 
length 1734 in. Height 12 in. Height to center line 
of spindle 714 in. Wheel size 8x7%%x5¢ in. 


Standard equipment—3 conductor cable and 
plug, third wire for grounding except on 2 and 
3 phase units. Lead wires for permanent con- 
nection. Toggle switch in base except on 220- 
440 and 550 volt 2 and 3 phase units. No line 
handle, rubber feet, 
two enclosed wheel guards with adjustable tool 
rests and spark shields. Two 8 in. grinding 
wheels, one medium and one fine. 


110 volt, 60 cycle, A.C. single phase 


NO. W964: ic oe oO eee ee ee Each $98.00 
220 volt, 60 cycle, A.C. three phase 
EY CO acs Se te ee ee Each 98.00 


NOTE—Can be i a in other standard A.C. 
voltages. Weight 72 lbs. 


One in a Shipping Container 
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ELECTRIC GRINDERS 
VAN DORN 





10-Inch Ball Bearing 


Strong completely enclosed wheel guards, with 
outlets for connection to exhaust system. Tool 
rests and spark shields mounted on guards. Wire 
leads are brought out for permanent wiring with 
housing drilled and tapped for conduit and con- 
nector furnished for armoured cable. Groundi 
is accomplished through conduit or armour 
cable cover. Full 1 H.P. constant speed motor. 


Specifications—1 H.P. motor. No load speed 
1800 R.P.M. Overall spindle length 2234 in. 
Height 1514 in. Height to center line of spindle 
914 in. Wheel size 10x1x34 in. 

Standard equipment—Lead wires for perma- 
nent connections. Toggle switch in base, startin 
switch on single phase unit. Two enclosed wh 
guards with exhaust outlets, tool rests and spark 
shields. Two 10 in. wheels, one medium and 
one coarse. 

220-440 volt, 60 cycle, 3 phase. This unit is re- 
connectable for either 220 or 440 volts. 


Now V-B5.. 5s i ie gee ae Each $138.00 


NOTE—Can be supplied in all standard A.C. 
current and voltages. 


One in a Shipping Container 


PEDESTAL GRINDERS 
VAN DORN 





No. V-85 grinder with No. 30835 pedestal. 
No. V-85PG: 5.0. oS Pat eee Each $170.00 


PEDESTAL ONLY 
Cast iron. Complete with. water pot. 


No. 30700—For 8 in. grinder ...... Each $28.00 
No. 30835—For 10 in. grinder ....Each $32.00 


One in a Shipping Container 


GLASS EYE SHIELDS 
Shatter-proof 





5x6 in. For 6, 7 and 8 in. grinders. 
NG, 17608 oh RL es Each $3.00 
6x8 in. For 10 in. grinders. . 
No. ISIS 36. 32a en IO Each $4.00 


One in a Shipping Container 


GLASS EYE SHIELDS 
ILLUMINATED—SHATTERPROOF 





New illuminated eye shields have been devel- 
oped for use with our 6 in. heavy duty, 8 and 
10 in. bench grinders. Shields are furnished 
with adjustable brackets and bolts for attach- 
ment to the wheel guards. Glass is shatter proof 
and work is illuminated from both sides of the 
eye shield. If the grinder is of voltage other 

n 110 or 220, eye shields may be purchased 
with individual cords, plugs and switches for 
use in 110 or 220 volt receptacles. Otherwise 
the eye shields may be opera with the main 
grinder switch. 


An assembly of a pair of 110 volt illuminated 
eye shields, to be connected to and operated by 
the 110 volt bench grinder switch. 


Ie NOE koe es SS ca eae Per pair $19.00 


An assembly of a pair of 220 volt illuminated 
eye shields, to be connected to and operated by 
the 220 volt bench grinder switch. 


No. 300515 85k ey ee Per pair $19.00 
An assembly of a pair of 110 volt illuminated 


eye shields, to be connected to and operated by 
the 110 volt. bench grinder switch. 


Ne. SORG8 oo.) ...ceaareeraiate Per pair $20.00 


An assembly of a pair of 220 volt illuminated 
eye shields, with cord, plug and switch, operated 
independently af the bench grinder switch. 


Nay BOERS 0s were ce ee Per pair $20.00 


An assembly of a pair of 110 volt illuminated 
eye shields, with cor plug and switch, operated 
independently of the bene grinder switch. 


DR, BORO ci icin cece ny an ly es Each $10.50 


An assembly of a single 220 volt illuminated 
eye shield, with cord, plug and switch, operated 
independently of the bench grinder switch. 


Ne. U0hs ee ee eee Each $10.50 


REPLACEMENT GLASS FOR EYE SHIELDS 
5x6 in. replacement shatter proof glass. 


No: 2386642 3.5 ek BON seria rene SO OF) ABR OO 


One in a Shipping Container 


PLATEN ASSEMBLY 
Newton 





Platen Assembly for No. 6-60 Grinder 


With the installation of this assembly, parts can 
be sanded against a flat surface. 


Was PO 626 Sb Rei ee a Fach $8.00 


One in a Shipping Container 





ELECTRIC SWING GRINDERS 
NEWTON RADIAL 





The Newton No. 6-60 Radial Swing Grinder 
represents the very latest development in the 
application of abrasives to the grinding and pol- 
ishing of metal, and many other materials. By 
using the proper abrasives, this machine will also 
be found highly efficient and practical for nu- 
merous wood sanding jobs. 


An abrasive belt, operating at high speed over 
a soft faced contact wheel on the No. 6-60 Radial 
Swing Grinder produces the fastest known 
method of cutting with abrasives. The contact 
wheel on this machine is “spring-loaded” for 
automatic belt tensioning, and for protection 
against shock to the belt. 


A radical departure from conventional methods, 
coupled with an exhaustive study of abrasive 
problems—particularly relating to the metal 
working field—have produced in this machine a 
method found to be far superior in efficiency 
and lower operating cost. The combined use of 
coated abrasives and grinding wheels, together 
with the amazing flexibility and many other ex- 
clusive features of the Newton No. 6-60 Radial 
Swing Grinder introduces to industry for the 
first time a tool of long felt need. 


Mounting—The Conventional method of sus- 
pending this machine is to mount it to a ceiling 
surface, or overhead beam. Its exceptionally 
light weight does not require unusually heavy 
or special structures for suspension. The radial 
arm requires only three bolts for mounting, and 
no special bolts or fastenings are required when 
mounting the machine without the radial arm. 


Instructions for proper mounting accompany all 
machines. 


Wherever abrasives are employed in the work- 
ing of metal, the use of the No. 6-60 Radial Swing 
Grinder will effect savings up to 75% in abras- 


ive costs alone, not to mention the time saved on 
labor. 


Standard equipment—Motor, motor control, belt 
guard, contact wheel, one abrasive belt, ex- 
tension cord with heavy duty twist-lock attach- 
ment for plug in. 


Specifications 
ROrImOt WEE. . Aol ek. 245”x6”x5%” bore 
Benet WHOIS oe ek ce 215’’x60” 
Vertical travel of contact wheel .............. 10” 
Rotation .... Right 45°, left 90°, horizontal 360° 
Vertical column adjustment ................. 20”’ 
Mounting height (standard) ,......... 915’ to 15’ 


Working area (with radial arm) .. 8’ to 10’ diam. 
Working area (without radial arm . .4’ to 6’ diam. 
Grinding wheel, buffing wheel, other attachments 

..1” max. thickness x 7” max diam. x 7%” bore 


Platen (working surface) .............. 214”x12” 
MOtOr 2 1 H.P., 1 or 3 Phase, 60 Cycles, A.C. 
MROE HCRO a a ee 3600 R.P.M. 
Abrasive belt speed ............... 6000 S.F.P.M. 
Grinding wheel speed .............. 3600 R.P.M. 
Length (head assembly) ................. Re i hig 
Net weight (less radial arm) ............ 100 Ibs. 
Radial arm net weight .................. 25 Ibs. 


Domestic shipping weight (with radial arm) 
se ST i pare? gor gh cee Approximately 185 Ibs. 


For Mounting Heights Other Fhan Standard 

NOTE—The No. 6-60 Radial Swing Grinder is 
regularly furnished for mounting at heights 
ranging from 912 ft. up to 15 ft. If heights out 
of this range are wanted, be sure to specify on 
order. A slight additional charge will be made. 


110/220 1 H.P. A.C. motor. 


No. 6-60—Without radial arm ...Each $320.00 


One in a Shipping Container 
Radial arm for above $35.00 extra. 


wy 
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FAIRCHILD 





The Fairchild grinder is a powerful precision 
instrument adaptable to light industrial or home 
craftsman needs. The pencil size hand piece 
permits use on delicate and precise work. 
Dynamically balanced, self aligning vibration 
absorbing coupling. Sealed ball bearings at load 
points. Hard baked enamel finish. %4 H.P. Uni- 
versal motor, 110 volts, 60 cycle, 19000 R.P.M. 


No. Fl10—Grinder only .......... Each $16.75 
One in a Shipping Container 


FAIRCHILD GRINDER KIT 





Kit consists of one F10 grinder, four assorted 
grinding points, three file burrs, one wire wheel, 
one slitting saw, chuck wrench. Assembled com- 


plete in strong wooden box. A tool of a hundred 


uses—drills, grinds, polishes, die sinking, etc. 14 
H.P. Universal motor, 110 volts, 60 cycle, 19000 
R.P.M. 


No. Fl—Hand grinder kit ........ Each $19.75 
One in a Shipping Container 


FAIRCHILD FLEXIBLE SHAFT KIT 





Consists of 144 H.P. grinder unit complete with 
flexible shaft, hand piece, chuck wrenches. Ten 
popular accessories for industrial or home work 
bench use. Assorted shape grinding points, filing 
burrs, slitting saw, wire wheel brush. Assembled 
in strong wooden box. For general purpose uses, 
such as jewelry and dental mechanics, die work, 
etc. 1449H.P. Universal motor, 110 volts, 60 cycle, 
16000 R.P.M. at hand piece. 


No. F2—Flexible shaft kit ..... ...Each $19.95 
One in a Shipping Container 


ELECTRIC GRINDERS 
VAN DORN DIE GRINDERS 


Direct drive die grinders, ideal for high grade 
precision grinding in die shop, metal working 
plants and tool rooms. Steel spindle housings 
with bearings mounted at extreme ends of spindle 
to absorb radial load. High speed direct drive. 
Can be used on metals, composition materials, 
wood, stone, etc. Have Universal motors, oper- 
ating on A.C. or DC. 





Standard equipment—3-conducior cable and 
plug (third wire for grounding); \% in. single pur- 
pose chuck and 2 double end wrenches (%., and 
14%, in.); bakelite end cap and switch in line. 


Standard voltage—110; also available for 220 or 
250 volts. 


Specifications 
Maximum wheel SiZe@.........cceee cee sa KIUQ"XM"” 
No load speed ........seccsececcees+-19,000 R.P.M. 
Full load speed ........sceeeescceeseel2,000 R.P.M. 
NOE -WOIBDE ssc occu cdsdketenwcunds (dbsldes cae wk 
Shipping wWeignts oo.cs iv csiseccsseies sb0stencO ie Oe 
Crenmit Vario tes SoS aia ts eT ce 9” 


NO. Vee O8s cis, og Oe SI Each $50.00 





Standard equipment—3-conductor cable and 
plug (3rd wire for grounding); % in. single pur- 
pose chuck and 2 double end wrenches (%.» and 
14%, in.); extended end handle with switch. 


Standard voltage—110; also available for 220 or 
250 volts. 


Specifications 


Maximum wheel SiZ€.........0e0 e000 BQ XQ" KU” 
No load speed ......ccceccccceceeese+19,000 R.P.M. 
Full load speed .......cccccceseeeeeecke,000 R.P.M. 
Wet: WOME ivccs ccas co tsvecsbscucsanicecncs oe ape 
Shinn ivie Wel ght. cccesii'ce sess scbiwenceesceel. Oe 


OVOPRIT TORO 6 ascii rs ce vs couse es ceva vatdse ese” 
ESV Oe ob os i ere ee eke Bach $58.00 
Specifications 

Bonnet Cap Switch-in-Line 
Maximum wheel size................. 216"x1o"x5o” 
No 1600 SOCGG ere ASS ii ee es ee 17,500 R.P.M. 
Wet Welle. feos a eke Stee 4 lbs. 
Shinnies \webene: 6565 ook SS ce 7 Ibs. 
Cvew all - Wer i a: Sans ge cee wees 1244” 


Standard equipment—3-conductor cable and 
plug; %4 in. single purpose chuck with 4 in. 
reducing sleeve; two double end wrenches (9/16 
and 11/16 in.); Universal motors. 


Standard voltage—110; also available in 220 or 
440 volts. 


MGV ORO ovine oe isk ee a Each $55.00 





Specifications 
Maximum wheel size................... 37x 14"x36” 
NO: 1080 epee ee or ees Cee: 16,000 R.P.M. 
OVW GET ROME Suis oa a i a ewan wn wba 1734” 
DRG Tees a a a ee Ra bo once 7 Ibs. 
‘Shipping welgnt.o 3. occu eet ick ndes ess 1014 Ibs. 


Standard equipment—3-conductor cable and 
plug; 44 in. single purpose chuck with 4% in. re- 
ducing sleeve; two double end wrenches (9/16 
and 11/16 in.); Universal motors. 


Extended end switch handle. 


Standard voltage—110; also available in 220 or 
440 volts. 


ea Vee es. ea ee Ae ee Each $60.00 
All Above One in a Shipping Container 
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VAN DORN PORTABLE 





Supplied with 3 in. grinding wheel and wheel 
guard. The unit can be converted to the use of 
smaller pencil wheels with % or % in. stems, by 
removing grinding wheel and mounting a single 
purpose chuck No. 24187 listed below. 


Specifications 
Wheel size ....... iaceapiene eer Selmaauas  8xXI4Zx%” 
No-load speed ......... vbeeewnee sc0 cb 000 abe mks 
Full-load speed ..... Gen bakes PEE 8,000 R.P.M. 
NOG WEEN ha vo saceatsecentec Sc ccicetae eer 8 Ibs. 
Pe GIONS oii 5 6 ko coe aku ck cds Oh kes 11 Ibs. 
RAW OC EE SETAE aco ckaisb sees wes Few ee a suae cows 1634” 


standard equipment—3-conductor cable and 
plug (8rd wire for grounding); extended end grip 
handle with toggle switch; wheel guard; one high 
speed bonded 3 in. grinding wheel; two double 
end wrenches %g and 14g in. 


Optional equipment—Spade-type handle in 
place of end handle, no extra cost. 


110 volt Universal motor, operates on A.C. or 
D.C.; also available for 220 or 250 volts. 


No. V-395—End type handle..... Each $60.00 


ae eee type handle for factory shipment 
only. 


SINGLE PURPOSE CHUCKS 


For use with small pencil wheels with % or 4 
in. stems. 


Wes: B4107 = 2 ke a _..Each $4.50 





6-Inch Portable Grinder 


Grinders have splined gear mountings, steel in- 
serts for bearings nil welded steel wheel guards. 
Full size ball bearings, set at extreme ends of 
wheel spindle, absorb all side thrust and insure 
long life. Armature shaft also mounted on ball 
bearings. Completely enclosed commutator and 
switch compartments Pa phase these parts from 
abrasive dust. Improved ventilating system forces 
air straight through ample slots, which prevent 
clogging and accumulation of dirt. Air is blown 
a inst the wheel, not in the operator's face. 
Shaped grips prevent tool turning in o erator’s 
hand. Horizontal switch handles on models 
improve balance and handling. Adjustable steel 
wheel guards can be turned to any desired posi- 
tion. 


Standard equipment—for 4, 5 and 6 in. grinders 
a -nonauceee cable and plug (3rd wire for 

ounding); dust-sealed plonges switch; grip end 

andle; adjustable steel wheel guard and one 
grinding wheel. 


or—Universal type. Operates on A.C. or 
pe. : Standard volthee. 110; also available for 
220 or 250 volts. 


uSrmsaes x%x'% in 

Wheel size....... ee ep reer ye Sweews A : 
No-load SPCC... .ccecccsee cocevosees 4500 R.P.M. 
—- be gun PS Grech lea tne tata oo . Nog 
ipping wWeight.........seeereceerccerecers ‘ 
Overall length... cise ccewassccecccvvcesoss 225% in. 
Wien 3b Sees aR Each $70.00 
— 5x%x™% in 

Wheel size. eeeeeeoeeeeeeeeeeee eeeeseeoeee ee . 
No-load Speed.........ccccccccccnvecces 3800 R.P.M. 
IE: AIOE ooo 5 eo ne wee eRe rete oe: Fee ee ot lbs. 
Shipping weight............+. wes aes cab ieeee ae 
Overall length es. oe oii 05 Sa Shee .. 23% in. 
No. V-60. eeeeeaetestneeeeeee eeesee0ne0ens38se .Each $80.00 
1 si poeaas 6x1x5% in 
Wheel size......... gg oo Ve RET US Skea ; 
No-load Sp@ed.....cecceccscccccceccesss 3300 R.P.M. 
es bticocget parte ts Coie ad eh aw Rae i 243 se 
PING WEIN... . cece eevesccsecvevves ats ‘ 
Cnrall ROG as 5 SiS bee's FOUR degen sen 2514 in. 
No. V-61 eeoeuvneseseseseeevre erxeeevere . Each $100.00 


All Above One in a Shipping Container 
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GRINDER CONVERTERS 
ATTACHMENTS AND ACCESSORIES 


To convert die grinders into portable grinders 
and portable grinders into die grinders. 


Each 

No. 20285—Double end wrench, %, and 
Bie a SM. OCIS foo nc sewn cane ses $0.25 
No. 21757—Wheel arbor ................ 1.50 


No. 21755—¥,, in. single purpose chuck.. 3.50 


No. 21955—Reducing sleeve, for use with 
No. 21755 single purpose chuck..... .75 


No. 26537—2% in. wheel guard.......... 2.25 
No. 20329—214 in. grinding wheel, grade 
SR BOS ake es pak os Sees een 1.39 


No. 20353—2 in. wheel guard............ 175 


No. 20330—2 in. grinding wheel, grade 
S6-SOGE oor a a en ee 1.25 


For factory shipment only. 


ELECTRIC SANDERS 
VAN DORN PORTABLE 





7 In. Standard Ball Bearing 


Amply powered for general service in produc- 
tion and maintenance metal finishing, lacquer 
rubbing, rust and paint removing, stone and tile 
surfacing; scaling tanks, boat hulls, etc., with 
wire brush, smoothing welds and casting ridges 
with saucer grinding wheel. Switch, commutator 
and bearings sealed against dust and dirt. 


Specifications 
Diam. sanding ‘Wad. cscs casi ss ck hae ceed accuseet ae 
Spindle diam. % in.......... 11 thread, right hand 
No-load speed..... os 06 ee vedene ee sei Se ee ee 
Net weight—12% lbs.; shipping..........16% Ibs. 


Overall length (not including pad).......17% in. 


Standard equipment—Spindle lock, 3-conductor 
cable and plug, detachable side handle, 7 in. 
moulded rubber pad, three 7 in. sanding discs 
(1 coarse, 1 medium, 1 fine); strap metal stand, 
clamp washer and Universal motor. 


Standard voltage—i10; also available for 220 or 
250 volts. 


ING. VOR, GES aes Each $67.00 
One in a Shipping Container 





7 In. Heavy Duty Ball Bearing 


A very powerful Universal motor sander, cap- 
able of continuous high speed production metal 
finishing; grinding metal, stone or tile surfaces 
with saucer wheels; removing scale, rust and 
paint with wire brush; shaping and surfacing 
heavy timbers and other wood surfaces with 
planer heads. Switch, commutator and bearings 
sealed against dirt and dust. 


Specifications 
Diam. sanding ‘Dad iis. <a veka caweeiee vise € ake 
Spindle diam. %& in.;....... 11 thread, right hand 
No-load speed.......... Wee bones ee Kee 4200 R.P.M. 
Net weight—14% lbs.; shipping.......... 21% lbs. 
Overall length (not including pad)....... .--18 in. 


Standard equipment—Spindle lock, 3-conductor 
cable and plug, detachable side handle, 7 in. 
heavy-duty moulded rubber pad, three 7 in. sand- 
ing discs (1 coarse, 1 medium, 1 fine); eye-bolt 
and strap metal stand, clamp washer, Universal 
motor. 


Standard voltage—110; also available for 220 or 
250 volts. 


BOS WR Se wearg ofits oe Chao bd eens Each $76.00 
One in a Shipping Container 


ELECTRIC SANDERS 
VAN DORN PORTABLE 





9 in. Heavy Duty 


A truly heavy-duty production sander, paced 
to today’s demands for faster schedules, more 
output per tool. Designed for constant produc- 
tion-line use with 9 in. abrasive discs, this new 
sander will cover more area, turn out more work 
than any production sander previously offered. 
Every feature, from its husky, full-powered Uni- 
versal motor to its new spindle-lock for quick 
disc changing, will help do a faster, better metal 
surfacing job, at less cost. 


Features 

New, fast spindle lock for quicker change of 
pads and abrasive discs. Thumb-pressure, spring 
release, positive lock. Spiral-bevel gears, spe- 
cially made by us for full, smooth power with less 
friction and noise. Abundant power from husky 
Van Dorn Universal motor, operating on either 
A.C. or D.C. Switch and commutator sealed 
against abrasive dust and grit. Plunger-operated 
switch, protected from accidental turning-on. 
Full ball-bearing equipped. Bearings grease- 
sealed against dust and dirt. 2% Ibs. lighter, 
shorter, better balanced than previous unit for 
9 in. production sanding. Pusher-type steel fan 
forces straight-line ventilation through ample 
vent slots; no dirt in operator’s face. Adjust- 
able side handle for right or left hand use; strap 
metal stand. Heavy-duty construction through- 


7 out for production sanding service. 


Specifications 
PRP iy MB Pyissty) ato) fs Cane Meee eae ean ara 9 in. 
Spindle—5¢ in. diam............ceeeceee 11-thread 
No-load spindle speed....... eeeeeee- 0000 R.P.M.* 
Net weight—18% Ibs; shipping.............25 lbs 


Overall length( not including pad)........19% in. 


Standard equipment—Spindle lock, 9 in. mould- 
ed rubber pad, three 9% in. abrasive discs (1 
coarse, 1 medium, 1 fine); clamp washer, detach- 
able side handle, strap metal stand, 3-conductor 
cable and plug (3rd wire for grounding); Uni- 
versal motor. Standard voltage—110. 


Also available for 220 or 250 volts. 
*Optional speed of 4000 R.P.M. available at no 
extra cost. rap 
No.’ W888 See See Each $92.00 
One in a Shipping Container 


PORTABLE ELECTRIC SANDER AND 
POLISHER ATTACHMENTS 


ROTARY PLANER HEADS 


ies: 





Lower (Working) 
Upper Surface Surface 


Designed to perform electrically many wood 
surfacing and shaping operations formerly done 
with jack-plane and adz. Two types of planer 
head are supplied: one with rounded surface for 
deep gouging work, and the other with flat face 
for surfacing and semi-finishing. These heads 
are interchangeable on the spindle of the 7 in. 
heavy duty sanders and electric surfacer which 
provides ample power for the planing action. 
Set of one 5 in. gouging and one 5 in. surfacing 
planer head, complete with blades, packed in 
oak box. 


No. 14743 
5 in, gouging planer head, complete with three 

blades, in box. 

NG: OTSEGO a a ee eee Each $13.00 


5 in. surfacing planer head, complete with three 
blades, in box. 


EGS BATE Es Chak ccs SES ae Each $13.00 
Replacement blade, (same for either head). 
INGE Pe esr evs ee Per set of 3 $1.90 


Packed as Ordered 





OE ies Pee ate eee Each $28.00 


PORTABLE ELECTRIC SANDER AND 
POLISHER ATTACHMENTS 


FLEXIBLE PADS AND REPLACEMENT PADS 
FOR POLISHERS AND SANDERS 





After extended service it is frequently desired 
to replace the =e eatog flexible pad assembly on 
sanders and polishers. Some users prefer to 
replace only the felt and steel disc assembly 
at more frequent intervals to insure maximum 
flexibility and efficiency. For some special ap- 
esi smaller flexible pads are desired than 

e standard 7 and 9 in. sizes. These are also 
available and all eg and replacement assemblies 
are interchangeable on all sanders and polishers, 
as the spindle diameter and thread is the same 
for all units of this group. 

All pads and replacement assemblies are inter- 
changeable on all sanders, surfacers and buffers 
as the spindle diameter and thread is the same 
for all units of this group. 


5 in. moulded rubber pad. 


INOS Beeb oes ek ceces eevee cuss ces cmacn $2.50 
7 in. moulded rubber pad complete. 
No. 17687........ ee GWehige skies kos een wee 
7 in. heavy duty moulded rubber pad. 
No. 18329....... SU ew ek ek Cees .....uach $3.50 
9 in. moulded rubber pad complete. 
WO ORO ok ns code etka ewes ...ach $5.50 


3 in. flexible pad complete. 
TSR Le STORER IRS eo are aca ae, ea a Each $3.50 
Packed as Ordered 


WIRE CUP BRUSH 


Specially designed brush 
; for cleaning castings, 
’’ structural steel, tanks and 
sheet metal. Attaches di- 
rect to sander in place of 
flexible pad, for 7 in. stan- 
es dard, 7 in. heavy duty 
sanders and electric surfacer. Has 5 in., 11 
thread bushing, to fit spindle direct. 


EG Seer Ais kaa a he Cb ewan Each $3.25 
NG; Baene—o. IN. i eee Each 2.75 
ee ee SUR iis docket ea Each 2.25 


Packed as Ordered 
SAUCER GRINDING WHEEL 





For some metal grinding 
applications, the sander 
equipped with a saucer 
grinding wheel does 
smoother and faster work 
than a portable grinder. 
Recommended only for 
the 7 in. heavy duty san- 
der and electric surfacer. 
Has 5% in., 11 thread bush- 
ing to fit spindle direct. 


Each 
No. 18039—6 in. saucer grinding wheels.$7.25 
No. 17329—Skirt wheel guard for 9 in. 
PEA ROC! Oe eck i eek i vue ee 5.00 
Packed as Ordered 


CUP GRINDING WHEEL 





For smoothing welds and other surfaces wheer 
considerable metal is to be removed. Use spindle 
extension No. 10711 to attach to sander, for 
7 in. standard, 7 in. heavy duty sanders and elec- 
tric surfacers. 


bE Rh 1 S| a Vee ae a ea Each $1.70 
Packed as Ordered 


SPINDLE EXTENSION 


For attaching No. 10663 cup 
™ grinding wheel and straight wire 
-) wheel brushes to sander. Threads 
on sander spindle in place of 
flexible pad. For 7 and 9 in. 
sanders. 


MO EU tte oo oc ee eS Each $2.00 
Packed as Ordered 
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ARBORS 





Male shank, threaded 14-28, for general purpose 
work in drill press, hand drill, flexible shaft, etc. 


134 in. long overall, 14 in. shank, 14x28 ri 
hand thread. Z . — 


No. 130-R—¥, in., right hand....... Each $0.65 


134 in. long overall, 5/16 in. shank, 14x28 ri 
hand thread. a 


No. 131-R— 54g in., right hand...... Each $0.65 
Three in a Package 


LATHE ARBORS 





With Morse No. 1 and 2 taper to fit lathes. 
Threaded 12x24 right hand thread. 


4-11/16 in. long, fits No. 1 Morse taper shank. 
_ No, 136-R—No.1 Morse taper shank. Each $1.25 


5-3/16 in. long, fits No. 2 Morse taper shank. 


No. 137-R—No.2 Morse taper shank. Each $1.35 
Three in a Package 


DISPLAY ASSORTMENT 





A new all metal arbor display cabinet, tip proof, 
semi-theft proof, condensed storage space in back 
of unit. Attractive design and color scheme, with 
33 assorted arbors, 19 different types, 14 mounted 
on display stand. Size 614x18 in. 


Contents 

Quan. No. Arbor Type Thread Each 
2 *100R Work 16” Hole 14-24 $1.00 
2 *101R Work 56” Hole 14-24 1.10. 
1 104R Work 34” Hole 15-24 1.70 
2 *102R Taper SO” Hole. As as 70 
1 102L Taper oe See et. -70 
2 *103R Taper Oe Sane Bees .80 
1 103L Taper af ae op ae .80 
2 *110R Wheel 16” Hole 16-24 .90 
1 110L Wheel 14” Hole 16-24 .90 
2 *111R Wheel 56” Hole 16-24 1.00 
i >t, Wheel 56” Hole 16-24 1.00 
2 *119L Chuck 14” Shank 16-24 .65 
2 *120L Chuck fs” Shank 15-24 .70 
2 *121R Chuck + 3%” Shank 16-24 80 
2 *122R Chuck 14” Shank 16-24 .80 
2 *130R Chuck 14” Shank 14-28 65 
2 *131R Chuck fs” Shank 14-28 65 
2 *136R Lathe tl Morse 16-24 1.25 

Taper Shank 
2.. *137R Lathe #2 Morse 14-24 1.35 
Taper Shank 

*Arbors displayed on cabinet. 

No. 191-A—Complete............. Each $29.80 


One in a Shipping Container—Weight 12 Pounds 


ELECTRIC GRINDING ATTACHMENT 





Fitted to a motor this attachment 
has a large number of uses around the home, ga- 
rage or shop. It will hold grinding, buffing and 
polishing wheels, wire scratch brushes, saws. 
drills, etc., and makes a motor a machine of many 
uses. Fits 144 in. motor shaft. 


No. 524-14—¥, in. chuck.......... Each $1.35 
No. 524-14,—% in. chuck.......... Each 2.00 
One in a Box 


STEEL BALLS 


BET i ©) £e 
Cp 


For use in ground, unground, pressed bearings 
and other steel ball applications. Made from a 
special analysis steel, double heat treated, con- 
troled by latest modern methods, guaranteeing 
a uniform product and maximum strength, 
smooth highly polished faces individually in- 
spected and gauged. “A” grade—plus or minus 





001. 
UNIVERSAL 

Size, ls Saat eS 3%o 1, Do %A6 

Decimal, ing... 003% 1250 = 2.1563. 1875 
No. per lb. 8264 3400 1770 1030 
i a ga $9.00 6.00 7.50 9.00 
Bama; ites: S525 Iho Vy Ae 38 

Decimal, in. ......2188 -.2500.  .3125 — .3750 
No. per Ib. 640 430 220 125 

Per 1000-57 4:2 $10.50 12.50 16.70 24.00 
mines ae ee TAs Y% %e 38 

Decimal, in. .... .4375 .5000 .5625 .6250 
No. per ibs... 8 80 52. 36 28 

Per 1000 5 oz $32.20 44.90 60.00 75.00 


Packed as Ordered 


NOTE—We can furnish all grades and sizes of 
steel, bronze, aluminum, monel or stainless steel 
balls.—P.O.A. 


BACKSTAND IDLERS 
VAN DORN 





Popular for faster work and finer finish in the 
abrasive belt method of grinding. This can be 
done on either the 8 in. or 10 in. bench grinders 
by using a back stand idler, a compress contact 
wheel of suitable size and abrasive belts of cor- 
rect grit for the job to be done. 


This method does faster work and presents 
more abrasive material in the length and width 
of the belt at lower cost than wheels. The com- 
press contact wheel offers a resilient cushion 
surface and retains full diameter, thus maintain- 
ing maximum grinding speed at all times. The 
belt runs cooler than a wheel, and is very 
quickly changed or replaced. 


Can be reversed and used on either the right 
or left side of the bench grinder. The idler con- 
sists of an idler pulley, a lever which quickly 
releases the belt tension, a spring adjustment to 
increase or decrease belt tension, and a swivel 
adjustment on the base to align the belt with the 
grinder spindle. 


Specifications 
Pulley Gigmener nas i eke heehee 6 in. 
Face of pulley wheel....................... 314 in. 
SSG OE Pee oes a re ie eS 8x11 in. 
Height-or CAL, spindle. os. 02 ia 73, in. 
WEOTMTIES  SEOE ook ooo Ke ee oe 2046 Ibs. 
Shiipwing’ WeIlwents.o 2oo5 sc Rae bis oa ERS 23 lbs. 
NOs SO Seey saith Oak ena ts eee Each $37.50 


BACKSTAND IDLERS 
PORTER-CABLE 








An accessory for grinding and polishing lathes. 
Will greatly increase the productive capacity of 
present equipment. Using modern coated abra- 
sive belts, it will convert grinding and polishing 
lathes into high production belt grinders and 
polishers which, for a wide variety of jobs, are 
faster and give a better finish. Ideal for grinding 
welds, flash, generating radii, flat and edge work, 
cleaning up, etc. 


A long belt is used and thereby greater heat 
dissipation is obtained. This prevents discoloring 
or burning of the piece being ground. Then, too, 
there are a wide variety of belts to choose from, 
ranging from grit No. 600 fine to No. 24 coarse— 
and any width belt can be used up to 6 inches. 


Simple in design, yet has all adjustments in- 
cluding lateral alignment. All adjustments are 
“fine thread” to prevent belt throw-off. 


The pulley is light in weight to minimize in- 
ertia when starting. 834 in. diam. by 6 in. wide. 


Equipped with a hydraulic safety device which 
revents the belt tension weight from exerting 
oo great a pressure on the belt when starting. 
It also prevents putting full weight on the belt 
at once. These features prevent belt breakage 
and give you a smoother running machine. 


By simpl rearranging four parts the idler can 
be changed for right or left hand operation. 


PIP sing Plas Kec is eee y Sees Each $160.00 


COMPRESS CONTACT WHEELS 
VAN DORN 





Act as drive pulley and work wheel; segment 
construction gives desired cushion for maximum 
surface contact on flat or shaped pieces. 


Contact wheel, for use on 8 in. bench grinder. 
No. 30897—6x21,x5% im............ Each $15.00 


Contact wheel, for use on 10 in. bench grinder. 
No. 30898—8x214x%4 in............ Each $19.40 





Illustrates the assembly of No. 30328 idler and 
eontact wheels with an 8 or 10 in. bench grinder. 


